Annex B:�Requirement list example

Notwithstanding the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the template in this annex so that it can be used for its intended purposes.

This annex contains text which may be used verbatim in ICS specifications. Such text is shown using normal (black) font. Guidance and explanatory text not intended to be included in ICS specifications are differentiated by being shown in italics font; this latter text is blue if viewed in electronic form.

This example should be used as a basis for producing a profile requirement list. It is not a template such as the one provided for the ICS proforma of a base specification - it contains less information about the general structure. It is merely given to demonstrate the use of the guidelines provided in subclause 16.1. Its electronic version may be used in order to "copy and paste" the tables.

Conventions used in this example

The text provided for guidance for the ICS proforma specifier is in italics. It should be removed in the actual requirement list.

For the purpose of this invented example

-	the profile is: "Data communication, telematic profile", ETS 300 020, the requirement list is annex "y";

-	the 3 base specifications are:

-	"data communication protocol, layer 3", ETS 300 001 (reference [1] in the profile);

-	"data communication protocol, layer 4", ETS 300 002 (reference [2] in the profile);

-	"data communication protocol, layer 5", ETS 300 003 (reference [3] in the profile);

-	the 3 corresponding PICS proforma are:

-	"data communication protocol, layer 3, PICS proforma specification", ETS 300 011, (reference [4] in the profile);

-	"data communication protocol, layer 4, PICS proforma specification", ETS 300 012, (reference [5] in the profile);

-	"data communication protocol, layer 5, PICS proforma specification", ETS 300 013, (reference [6] in the profile).

NOTE:	"Data communication protocol, layer 3, PICS proforma specification" is the example provided in annex A. Refer to it to understand the requirement list.

�Annex y (normative):�Profile requirement list

y.1	Purpose and structure

The purpose of this requirement list is to specify the modifications that apply to the status of the items affected in the ICS proforma of each base specifications.

The requirement list is subdivided into subclauses each dealing with a given base specification:

-	tables for data communication layer 3 protocol [1];

-	tables for data communication layer 4 protocol [2];

-	tables for data communication layer 5 protocol [3].

y.2	Tables for data communication layer 3 protocol [1]

This clause identifies the modifications to the requirements expressed in the PICS proforma specification for data communication, layer 3 [4].

y.2.1	User role

In the profile, incoming call is mandatory:

Table y.�seq tab \r 1�1�: [4] Table A.2 Call directions

Item�Call direction�Profile�reference�Profile�status��1�incoming call�7.1�m��

Because an incoming call is mandatory for the profile, the items which were conditional on the support of the incoming call are no longer conditional. This is why Connect received and ConnectAck sent are no longer conditional. On the other hand, because the status of outgoing call is not modified, the status of Connect sent and ConnectAck received are not changed:

Table y.�seq tab�2�: [4] Table A.3 Type A PDUs

Item�PDU�Sending���Receiving������Profile�reference�Profile�status�Profile�reference�Profile�status��1�Connect�4.5, 7.2�[4]�8.1�m��2�ConnectAck�7.2, 5.3.2�o�8.2�[4]��

Table y.�seq tab�3�: [4] Table A.7 ConnectAck sent parameters

Item�Call direction�Profile�reference�Profile�status��2�Display�7.1�cp�seq tab \c�3�01��

cp�seq tab \c�3�01:	IF [4] A.14/2 THEN m ELSE o	-- feature4



NOTE:	[4] A.14/2 does not exist. It is just used to provide a conditional item template.

etc.

y.2.2	Network role

etc.

y.3	Tables for data communication layer 4 protocol [2]

The profile places no restriction on the support answers requested by the PICS proforma provided in PICS proforma specification for data communication, layer 4 [5].

y.4	Tables for data communication layer 5 protocol [3]

The profile places no restriction on the support answers requested by the PICS proforma provided in PICS proforma specification for data communication, layer 5 [6].

�Empty tables

type 1

Table y.�seq tab�4�: <wording>

Item�<Item description>�Profile�reference�Profile�status�� ����� ����� ����� �����

type 2

Table y.�seq tab�5�: <wording>

Item�<Item description>�<context1>���<context2>������Profile�reference�Profile�status�Profile�reference�Profile�status�� ������� ������� ������� �������

type 3

Table y.�seq tab�6�: <wording>

Item�<Item description>�Profile�reference�Profile�status�Profile�values allowed��� ������ ������ ������ ������

�type 4

Table y.�seq tab�7�: <wording>

Item�<Item description>�<context1>�����<context2>��������Profile�reference�Profile�status�Profile�values allowed��Profile�reference�Profile�status�Profile�values allowed�� ��������� ��������� ��������� ���������
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