Annex A (normative):�PICS proforma

Notwithstanding the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the PICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed PICS.

A.1	Instructions for completing the PICS proforma

A.1.1	Identification of the implementation

Identification of the Implementation Under Test (IUT) and the system in which it resides (the System Under Test (SUT)) should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

The product supplier information and client information should both be filled in if they are different.

A person who can answer queries regarding information supplied in the PICS should be named as the contact person.

The SCS as defined in ISO/IEC 9646�1 [6] is a document supplied by the client or product supplier that summarizes which OSI International Standards, ITU�T (CCITT) Recommendations, ETSs or other standards are implemented and to which conformance is claimed. The PICS/SCS subclause should describe the relationship of the PICS to the SCS.

A.1.2	Global statement of conformance

If the answer to the statement in this subclause is "Yes", all subsequent subclauses should be completed to facilitate selection of test cases for optional functions.

If the answer to the statement in this subclause is "No", all subsequent subclauses should be completed, and all non-supported mandatory capabilities should be identified and explained. Explanations may be entered in the comments field at the bottom of each table or on attached sheets of paper.

A.1.3	Explanation of PICS proforma subclauses

The PICS proforma contains a Roles clause and thereafter is presented in two parts (for user and network) with the following subclauses, as required:

-	major capabilities;

-	subsidiary capabilities;

-	protocol data unit support;

-	protocol data unit parameters;

-	timers;

-	call states.

The User clause shall only be completed for user implementations (including private network implementations) while the Network clause shall only be completed for network implementations. The Roles subclause shall be completed for all implementations.

The relationship between this PICS proforma and other related PICS proforma (e.g. the basic call PICS proforma) is expressed in the Requirements List (RL) contained in annex B. This provides the additional restrictions placed on the related proforma (different conditions, different status, etc.).

A.1.4	Symbols, abbreviations and terms

The PICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646�7 [7].

The reference column contained in the tables gives reference to the appropriate part(s) of EN 300 185�1 [2] describing the particular item. Note, however, that a reference merely indicates the place where the core of a description of an item can be found. Any additional information contained in EN 300 185�1 [2] has to be taken into account when making a statement about the conformance of that particular item.

The following common notations, defined in ISO/IEC 9646�7 [7], are used for the status column:

M	mandatory

O	optional

N/A	not applicable

O.<integer>	for mutually exclusive or selectable options from a set



The following common notations, defined in ISO/IEC 9646�7 [7], are used for the support column:

Y	for supported/implemented

N	for not supported/not implemented

A.2	Identification of the implementation

A.2.1	Implementation Under Test (IUT) identification

IUT name:

	

	

IUT version:

	

A.2.2	System Under Test (SUT) identification

SUT name:

	

	

Hardware configuration:

	

	

	

Operating system:

	

	

A.2.3	Product supplier

Name:

	

Address:

	

	

	

Telephone number:

	

Facsimile number:

	

Additional information:

	

	

	

A.2.4	Client

Name:

	

Address:

	

	

	

Telephone number:

	

Facsimile number:

	

Additional information:

	

	

	

A.2.5	PICS contact person

Name:

	

Address:

	

	

	

Telephone number:

	

Facsimile number:

	

Additional information:

	

	

	

A.3	PICS/System Conformance Statement (SCS)

Provide the relationship of the PICS with the SCS for the system:

	

	

	

	

A.4	Identification of the protocol

This PICS proforma applies to the following standard:

EN 300 185-1 (V1.2): "Integrated Services Digital Network (ISDN); Conference call, add-on (CONF) supplementary service; Digital Subscriber Signalling System No. one (DSS1) protocol; Part 1: Protocol specification".

A.5	Global statement of conformance

The implementation described in this PICS meets all the mandatory requirements of the referenced standard?



	[  ] Yes



	[  ] No



NOTE:	Answering "No" to this question indicates non�conformance to the protocol specification. Non�supported mandatory capabilities are to be identified in the PICS, with an explanation of why the implementation is non�conforming. Explanations may be entered in the comments field at the bottom of each table or on attached pages.

In the tabulations which follow, all references are to EN 300 185�1 [2] unless another numbered reference is explicitly indicated.

A.6	Roles

Table A.1: Type of implementation

Item�Major role:�Does the implementation...�Conditions for status�Status�Reference�Support���Type of implementation������R 1�not used������R 2.1�support user requirements?��O.1�9�[ ]Yes [ ]No��R 2.2�support network requirements?��O.1�9�[ ]Yes [ ]No��R 3.1�support requirements at the coincident S and T reference point?��O.2�9�[ ]Yes [ ]No��R 3.2�support requirements for interworking with private ISDNs at the T reference point?��O.2�10�[ ]Yes [ ]No��R 4.1�support user requirements at the interface of the served user?�R 2.1 and R 3.1�R 2.1 and R 3.2�not R 2.1�M�O.3�N/A�9.2, 10�[ ]Yes [ ]No [ ]N/A��R 4.2�support user requirements at the interface of the remote user?��N/A��N/A��R 4.3�support network requirements at the interface of the served user?�R 2.2�not R 2.2�M�N/A�9.3�[ ]Yes [ ]No [ ]N/A��R 4.4�support network requirements at the interface of the remote user?�R 2.2�not R 2.2�M�N/A��[ ]Yes [ ]No [ ]N/A��O.1�Support of one and only one of these options is required.������O.2�Support of at least one of these options is required.������O.3�See table A.2������Comments:









�������

A.7	User

The tables provided in this clause need only to be completed for user implementation where item R 2.1 in table A.1 is supported.

A.7.1	Major capabilities

Table A.2: Major capabilities - user

Item�Major capability:�Does the implementation support ...�Conditions for status�Status�Reference�Support��MC 1�General capabilities������MC 1.1�CONF invocation from the idle state?�R 4.1�not R 4.1�M�N/A�9.2.1, 10�[ ]Yes [ ]No [ ]N/A��MC 1.2�CONF invocation from an existing active call?�R 4.1�not R 4.1�O�N/A�9.2.2, 10�[ ]Yes [ ]No [ ]N/A��MC 1.3�adding of a party?�R 4.1�not R 4.1�M�N/A�9.2.3, 10�[ ]Yes [ ]No [ ]N/A��MC 1.4�isolation of a party?�R 4.1�not R 4.1�M�N/A�9.2.4, 10�[ ]Yes [ ]No [ ]N/A��MC 1.5�reattachment of a party?�R 4.1�not R 4.1�M�N/A�9.2.5, 10�[ ]Yes [ ]No [ ]N/A��MC 1.6�splitting of a party?�R 4.1�not R 4.1�M�N/A�9.2.6, 10�[ ]Yes [ ]No [ ]N/A��MC 1.7.1�disconnection of a remote user?�R 4.1�not R 4.1�M�N/A�9.2.7, 10�[ ]Yes [ ]No [ ]N/A��MC 1.7.2�served user procedures on disconnection by a remote user?�R 4.1�not R 4.1�M�N/A�9.2.8, 10�[ ]Yes [ ]No [ ]N/A��MC 1.8�termination of the conference?�R 4.1�not R 4.1�M�N/A�9.2.9, 10�[ ]Yes [ ]No [ ]N/A��MC 2�Additional procedures for private ISDNs������MC 2.1�generation of notifications to be delivered to remote users (when the service provider is on a private ISDN)?�R 2.1 and R 3.2�not (R 2.1 and R 3.2)�O.3�N/A�10�[ ]Yes [ ]No [ ]N/A��MC 3�Additional procedures for the Hold/Retrieve functions������MC 3.1�CONF invocation from the Call Held auxiliary state?�MC 1.2�not MC1.2�O�N/A�9.2.2�[ ]Yes [ ]No [ ]N/A��MC 3.2�the adding of a party from the Call Held auxiliary state?�MC 1.3�not MC1.3�O�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��MC 3.3�the adding of a party with the Conference call in the Call Held auxiliary state?�MC 1.3�not MC1.3�O�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��O.3�Support of at least one of these options is required.������Comments:
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A.7.2	Subsidiary capabilities

No items requiring response.

A.7.3	Protocol data units

No items requiring response.

A.7.4	Protocol data unit parameters

Table A.3: Facility information element components received - user

Item�Facility information element components:�Does the implementation support...�Conditions for�status�Status�Reference�Support��P 1�BeginCONF������P 1.1�BeginCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 1.2�BeginCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 2�AddCONF������P 2.1�AddCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 2.2�AddCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 3�SplitCONF������P 3.1�SplitCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 3.2�SplitCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 4�DropCONF������P 4.1�DropCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 4.2�DropCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 5�ReattachCONF������P 5.1�IsolateCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 5.2�IsolateCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 6�ReattachCONF������P 6.1�ReattachCONF return result component�R 4.1�not R 4.1�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��P 6.2�ReattachCONF return error component�R 4.1�not R 4.1�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��P 7�PartyDISC invoke component�R 4.1�not R 4.1�M�N/A�9.2.8�[ ]Yes [ ]No [ ]N/A��Comments:
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Table A.4: Facility information element components transmitted - user

Item�Facility information element components:�Does the implementation support...�Conditions for�status�Status�Reference�Support��P 8�BeginCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 9�AddCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 10�SplitCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 11�DropCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 12�IsolateCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 13�ReattachCONF invoke component�R 4.1�not R 4.1�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��Comments:
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Table A.5: Notification indicator information element codepoints transmitted - user

Item�Notification indicator information element codepoints:�Does the implementation support the value...�Conditions for status�Status�Reference�Support��P 14.1�Conference established�MC 2.1�not MC 2.1�M�N/A�7, 9.2.2.1, 9.2.3.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.2�Conference disconnected�MC 2.1�not MC 2.1�M�N/A�7, 9.2.6.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.3�Other party added�MC 2.1�not MC 2.1�M�N/A�7, 9.2.3.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.4�Isolated�MC 2.1�not MC 2.1�M�N/A�7, 9.2.4.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.5�Reattached�MC 2.1�not MC 2.1�M�N/A�7, 9.2.5.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.6�Other party isolated�MC 2.1�not MC 2.1�M�N/A�7, 9.2.4.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.7�Other party reattached�MC 2.1�not MC 2.1�M�N/A�7, 9.2.5.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.8�Other party split�MC 2.1�not MC 2.1�M�N/A�7, 9.2.6.1, 10�[ ]Yes [ ]No [ ]N/A��P 14.9�Other party disconnected�MC 2.1�not MC 2.1�M�N/A�7, 9.2.7.1, 9.2.8.1, 10�[ ]Yes [ ]No [ ]N/A��Comments:
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A.7.5	Timers

No items requiring response.

A.7.6	Call states

No items requiring response.

A.8	Network

The tables provided in this clause need only to be completed for network implementation where item R 2.2 in table A.1 is supported.

A.8.1	Major capabilities

Table A.6: Major capabilities - network

Item�Major capability:�Does the implementation support...�Conditions for status�Status�Reference�Support��MC 4�General capabilities������MC 4.1�CONF invocation from the idle state?�R 4.3�not R 4.3�M�N/A�9.2.1, 10�[ ]Yes [ ]No [ ]N/A��MC 4.2�CONF invocation from an existing active call?�R 4.3�not R 4.3�O�N/A�9.2.2, 10�[ ]Yes [ ]No [ ]N/A��MC 4.3�support adding of a party?�R 4.3�not R 4.3�M�N/A�9.2.3, 10�[ ]Yes [ ]No [ ]N/A��MC 4.4�isolation of a party?�R 4.3�not R 4.3�M�N/A�9.2.4, 10�[ ]Yes [ ]No [ ]N/A��MC4.5�reattachment of a party?�R 4.3�not R 4.3�M�N/A�9.2.5, 10�[ ]Yes [ ]No [ ]N/A��MC 4.6�splitting of a party?�R 4.3�not R 4.3�M�N/A�9.2.6, 10�[ ]Yes [ ]No [ ]N/A��MC 4.7.1�disconnection of a remote user?�R 4.3�not R 4.3�M�N/A�9.2.7, 10�[ ]Yes [ ]No [ ]N/A��MC 4.7.2�served user procedures on disconnection by a remote user?�R 4.3�not R 4.3�M�N/A�9.2.8, 10�[ ]Yes [ ]No [ ]N/A��MC 4.8�termination of the conference?�R 4.3�not R 4.3�M�N/A�9.2.9, 10�[ ]Yes [ ]No [ ]N/A��MC 4.9�delivery of notifications to remote users?�R 4.4�not R 4.4�M�N/A�9.2, 10�[ ]Yes [ ]No [ ]N/A��MC 5�Additional procedures for interworking with private ISDNs������MC 5.1�acceptance of notifications from private ISDN for delivery to remote user(s) (when the service provider is on a private ISDN)?�R 2.2 and R 3.2�not (R 2.2 and R 3.2)�M�N/A�10�[ ]Yes [ ]No [ ]N/A��MC 6�Additional procedures for the Hold/Retrieve functions������MC 6.1�CONF invocation from the Call Held auxiliary state?�MC 4.2�not MC 4.2�O�N/A�9.2.2�[ ]Yes [ ]No [ ]N/A��MC 6.2�the adding of a party from the Call Held auxiliary state?�MC 4.3�not MC 4.3�O�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��Comments:









�������

A.8.2	Subsidiary capabilities

No items requiring response.

A.8.3	Protocol data units

No items requiring response.

A.8.4	Protocol data unit parameters

Table A.7: Facility information element components received - network

Item�Facility information element components:�Does the implementation support...�Conditions for�status�Status�Reference�Support��P 15�BeginCONF invoke component�R 4.3 and MC 4.1�not (R 4.3 and MC 4.1)�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 16�AddCONF invoke component�R 4.3 and MC 4.3�not (R 4.3 and MC 4.3)�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 17�SplitCONF invoke component�R 4.3 and MC 4.6�not (R 4.3 and MC 4.6)�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 18�DropCONF invoke component�R 4.3 and MC 4.7.1�not (R 4.3 and MC 4.7.1)�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 19�IsolateCONF invoke component�R 4.3 and MC 4.4�not (R 4.3 and MC 4.4)�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 20�ReattachCONF invoke component�R 4.3 and MC 4.5�not (R 4.3 and MC 4.5)�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��Comments:
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Table A.8: Facility information element components transmitted - network

Item�Facility information element components:�Does the implementation support�the interpretation of...�Conditions for�status�Status�Reference�Support��P 21�BeginCONF������P 21.1�BeginCONF return result component�R 4.3 and MC 4.1�not (R 4.3 and MC 4.1)�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 21.2�BeginCONF return error component�R 4.3 and MC 4.1�not (R 4.3 and MC 4.1)�M�N/A�9.2.1, 9.2.2�[ ]Yes [ ]No [ ]N/A��P 22�AddCONF������P 22.1�AddCONF return result component�R 4.3 and MC 4.3�not (R 4.3 and MC 4.3)�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 22.2�AddCONF return error component�R 4.3 and MC 4.3�not (R 4.3 and MC 4.3)�M�N/A�9.2.3�[ ]Yes [ ]No [ ]N/A��P 23�SplitCONF������P 23.1�SplitCONF return result component�R 4.3 and MC 4.6�not (R 4.3 and MC 4.6)�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 23.2�SplitCONF return error component�R 4.3 and MC 4.6�not (R 4.3 and MC 4.6)�M�N/A�9.2.6�[ ]Yes [ ]No [ ]N/A��P 24�DropCONF������P 24.1�DropCONF return result component�R 4.3 and MC 1.5.1�not (R 4.3 and MC 1.5.1)�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 24.2�DropCONF return error component�R 4.3 and MC 1.5.1�not (R 4.3 and MC 1.5.1)�M�N/A�9.2.7�[ ]Yes [ ]No [ ]N/A��P 25�IsolateCONF������P 25.1�IsolateCONF return result component�R 4.3 and MC 4.4�not (R 4.3 and MC 4.4)�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 25.2�IsolateCONF return error component�R 4.3 and MC 4.4�not (R 4.3 and MC 4.4)�M�N/A�9.2.4�[ ]Yes [ ]No [ ]N/A��P 26�ReattachCONF������P 26.1�ReattachCONF return result component�R 4.3 and MC 4.5�not (R 4.3 and MC 4.5)�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��P 26.2�ReattachCONF return error component�R 4.3 and MC 4.5�not (R 4.3 and MC 4.5)�M�N/A�9.2.5�[ ]Yes [ ]No [ ]N/A��P 27�PartyDISC invoke component�R 4.3 and MC 4.7.2�not (R 4.3 and MC 4.7.2)�M�N/A�9.2.8�[ ]Yes [ ]No [ ]N/A��Comments:
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Table A.9: Notification indicator information element codepoints transmitted - network

Item�Notification indicator information element codepoints:�Does the implementation support the value...�Conditions for status�Status�Reference�Support��P 28.1�Conference established�R 4.4�not R 4.4�M�N/A�7, 9.2.2.1, 9.2.3.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.2�Conference disconnected�R 4.4�not R 4.4�M�N/A�7, 9.2.6.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.3�Other party added�R 4.4�not R 4.4�M�N/A�7, 9.2.3.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.4�Isolated�R 4.4�not R 4.4�M�N/A�7, 9.2.4.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.5�Reattached�R 4.4�not R 4.4�M�N/A�7, 9.2.5.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.6�Other party isolated�R 4.4�not R 4.4�M�N/A�7, 9.2.4.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.7�Other party reattached�R 4.4�not R 4.4�M�N/A�7, 9.2.5.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.8�Other party split�R 4.4�not R 4.4�M�N/A�7, 9.2.6.1, 10�[ ]Yes [ ]No [ ]N/A��P 28.9�Other party disconnected�R 4.4�not R 4.4�M�N/A�7, 9.2.7.1, 9.2.8.1, 10�[ ]Yes [ ]No [ ]N/A��Comments:
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A.8.5	Timers

No items requiring response.

A.8.6	Call states

No items requiring response.
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