Annex A (normative):�System Conformance Statement (SCS) proforma for DECT FT IIP


Notwithstanding the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the SCS proforma in this annex so that it can be used for its intended purposes and may further publish the completed SCS.


A.1	Identification


A.1.1	Description of the system


Table A.1: Description of the system


Product name:�
��
�
Hardware version number:�
��
�
Software version number:�
��
�
CPU type:�
��
�
Bus-system:�
��
�
Operating system name:�
��
�
Operating system version number:�
��
�
Additional:�
��������
�



A.1.2	Supplier of the system


Table A.2: Supplier of the system


Company:�
��
�
Street:�
��
�
Postal code / city:�
��
�
Country:�
��
�



�
A.1.3	Client identification


If different from the supplier.


Table A.3: Client identification


Company:�
��
�
Street:�
��
�
Postal code / city:�
��
�
Country:�
��
�



A.1.4	Contact person identification


Table A.4: Contact person identification


Name:�
��
�
Telephone:�
��
�
Fax:�
��
�
Telex:�
��
�
E-mail:�
��
�



A.1.5	Signature of the client or of the supplier


Table A.5: Signature of the client or of the supplier


Name:�
��
�
Position:�
��
�
Signature:�
��
�
Date:�
��
�



�
A.2	Protocol identification


This table identifies the protocols that have to be supported. The PCTR reference column may be used to refer to any PCTR that have been obtained for these protocols in this system.


Table A.6: Protocol identification


Item�
Protocol name�
Specification �reference�
PICS �reference�
PCTR �reference�
�
Pr1�
ISDN L3 layer�
ETS 300 403�1 [18]�
ETS 300 403�3 [19]�
�
�
Pr2�
ISDN L2 layer�
ETS 300 402�2 [20]�
ETS 300 402�4 [21]�
�
�
Pr3�
ISDN L1 layer�
ETS 300 011 [22]


ETS 300 012 [24]�
ETS 300 011/A2 [23]


ETS 300 012/A2 [25]�
�
�
Pr4�
DECT NWK layer�
ETS 300 175�5 [5]�
ETS 300 476�4 [12]�
�
�
Pr5�
DECT DLC layer�
ETS 300 175�4 [4]�
ETS 300 476�5 [13]�
�
�
Pr6�
DECT MAC layer�
ETS 300 175�3 [3]�
ETS 300 476�6 [14],�
�
�
Pr7�
DECT PH layer�
ETS 300 175�2 [2]�
ETS 300 476�7 [15]�
�
�



A.3	Profile identification


This table identifies the profiles that have to be supported. The SCTR reference column may be used to refer to any SCTR that have been obtained for these profiles in this system.


Table A.7: Profile identification


Item�
Profile identifier�
Specification �reference�
Profile specific ICS �reference�
SCTR reference�
�
Po1�
ISDN Intermediate System Configuration Profile (IIP)�
ETS 300 822 [9]�
EN 301 241�2�
�
�



A.4	Additional information


Any additional information which is relevant for the product may be given here (e.g. information that is needed for further certification: quality system used, available certificates, etc.).
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