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Annex A (normative):
The EN Requirements Table (EN-RT)

Notwithstanding the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the EN-RT proforma in this annex so that it can be used for its intended purposes and may further publish the completed EN-RT.

The EN Requirements Table (EN-RT) serves a number of purposes, as follows:


it provides a tabular summary of all the requirements;


it shows the status of each EN-R, whether it is essential to implement in all circumstances (Mandatory), or whether the requirement is dependent on the supplier having chosen to support a particular optional service or functionality (Optional). In particular it enables the EN-Rs associated with a particular optional service or functionality to be grouped and identified;


when completed in respect of a particular equipment it provides a means to undertake the static assessment of conformity with the EN.

Table A.1: EN Requirements Table (EN-RT)

	EN Reference
	EN 301 929-2
	Comment

	No.
	Reference
	EN-R (see note)
	Status
	
	
	

	1


	4.2.1
	Transmitter frequency error
	M
	
	
	

	2


	4.2.2
	Transmitter carrier power
	M
	
	
	

	3


	4.2.3
	Transmitter frequency deviation
	M
	
	
	

	4


	4.2.4
	Transmitter adjacent channel power
	M
	
	
	

	5


	4.2.5
	Transmitter conducted spurious emissions conveyed to the antenna
	M
	
	
	

	6


	4.2.6
	Transmitter cabinet radiation and conducted spurious emissions other than those conveyed to the antenna
	M
	
	
	

	7


	4.2.7
	DSC transmitter modulation index 
	M
	
	
	

	8


	4.2.8
	Transient frequency behaviour of the transmitter
	M
	
	
	

	9
	4.2.9
	Receiver Intermodulation Attenuation
	M
	
	
	

	10


	4.2.10
	Receiver maximum usable sensitivity
	M
	
	
	

	11


	4.2.11
	Receiver co-channel rejection
	M
	
	
	

	12


	4.2.12
	Receiver adjacent channel selectivity
	M
	
	
	

	13


	4.2.13
	Receiver spurious response
	M
	
	
	

	14


	4.2.14
	Receiver intermodulation response
	M
	
	
	

	15


	4.2.15
	Receiver blocking or desensitization
	M
	
	
	

	16


	4.2.16
	Receiver spurious emissions at the antenna
	M
	
	
	

	17


	4.2.17
	Receiver cabinet radiated spurious emissions
	M
	
	
	

	18


	4.2.18
	DSC receiver maximum usable sensitivity
	O.1
	
	
	If DSC is implemented

	19


	4.2.19
	DSC receiver co-channel rejection
	O.1
	
	
	If DSC is implemented

	20


	4.2.20
	DSC receiver adjacent channel selectivity
	O.1
	
	
	If DSC is implemented

	21


	4.2.21
	Receiver desensitization with simultaneous transmission and reception (duplex working)
	O.1
	
	
	If DSC is implemented

	NOTE:
These EN-Rs are justified under article 3.2 of the R&TTE Directive.


Key to columns:

No
Table entry number;

Reference
Clause reference number of conformance requirement within the present document;

EN‑R
Title of conformance requirement within the present document;

Status
Status of the entry as follows:


M

Mandatory, shall be implemented under all circumstances;


O

Optional, may be provided, but if provided shall be implemented in accordance with the 


requirements;


O.n
this status is used for mutually exclusive or selectable options among a set. The integer "n" 


shall refer to a unique group of options within the EN-RT. A footnote to the EN-RT shall 


explicitly state what the requirement is for each numbered group. For example, "It is 



mandatory to support at least one of these options", or, "It is mandatory to support exactly 


one of these options".

Comments
To be completed as required.
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