Annex D (normative):	Messages re-definition for DECT CI PT PICS proforma

Notwithstanding the provisions of the copyright clause related to the text of this ETS, ETSI grants that users of this ETS may freely reproduce the PICS proforma in this clause so that it can be used for its intended purposes and may further publish the completed PICS.

D.1	Description

This annex describes the elements of DECT NWK layer needed for use on DECT/ISDN end system configuration and not allowed in ETS 300 175�5 [5] and its corresponding PICS proforma. Further specification and PICS proforma of ETS 300 175�5 [5] will make this annex obsolete.

Additional general conditions are described in the table D.1 below.

Table D.1: Additional general condition table

ident.�Definition��o.01�Repeat indicator "non-prioritised list" is present, only in case of the Facility item is a list of <<FACILITY>> information element.��o.02�Repeat indicator "non-prioritised list" is present, only in case of the IWU-to-IWU item is a list of <<IWU-to-IWU>> information element.��o.03�Repeat indicator "non-prioritised list" is present, only in case of the Progress indicator item is a list of <<PROGRESS INDICATOR>> information element.��

�D.2	CC messages

The new format of the messages, provided below, allows the use of facility, progress indicator and Iwu-to-Iwu information elements.

Table D.2: ETS 300 476�1 [12], Table A.27: CC-SETUP sending (P to F) supported

Prerequisite: A.25/1������Item�CC-SETUP sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Portable identity�7.7.30�m���3�Fixed identity�7.7.18�m���4�Basic service�7.6.4�m���5�IWU attributes�7.7.21�c2701���6�Repeat indicator "prioritised list"�7.6.3�c2702���7�Call attributes�7.7.5�c2701���8�Repeat indicator "non-prioritised list"�7.6.3�c2703���9�Connection attributes�7.7.11�c2707���10�Cipher info�7.7.10�o���11�Connection identity�7.7.12�o���12�Repeat indicator "non-prioritised list"�7.6.3�o.01���13�Facility�7.7.15�c02���14�Repeat indicator "non-prioritised list"�7.6.3�x���15�Progress Indicator�7.7.31�x���16�Display�7.5.5�x���17�Keypad�7.5.5�o���18�Signal�7.6.8�x���19�Feature Activate�7.7.16�c03���20�Feature Indicate�7.7.17�x���21�Network parameter�7.7.29�c04���22�Terminal capability�7.7.41�o���23�End-to-end compatibility�7.7.14�c2705���24�Rate parameters�7.7.33�c2706���25�Transit delay�7.7.42�c2708���26�Window size�7.7.43�c2708���27�Calling party number�7.7.9�o���28�Called party number�7.7.7�o���29�Called party subaddress�7.7.8�o���30�Sending complete�7.6.2�c2704���31�Repeat indicator "non-prioritised list"�7.6.3�o.02���32�IWU-to-IWU�7.7.23�o.02���33�IWU-PACKET�7.7.22�o���c2701: IF A.136/3 = '1111'B THEN m ELSE x�c2702: IF A.136/3 = '1111'B THEN o ELSE n/a�c2703: IF A.24/1 THEN o ELSE n/a�c2704: IF A.13/7 AND A.27/28 THEN o ELSE n/a�c2705: IF A.251/26 = '00001'B THEN m ELSE o�c2706: IF A.251/26 = ('00001'B OR '00111'B OR '01000'B OR '01001'B) THEN m ELSE o�c2707: IF A.18/04 THEN o ELSE n/a�c2708: IF A.24/3 THEN o.2701 ELSE n/a�o.2701: It is mandatory to support at least one of these options

Table D.3: ETS 300 476�1 [12], Table A.28: CC-SETUP receiving (F to P) supported

Prerequisite: A.26/1������Item�CC-SETUP receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Portable identity�7.7.30�m���3�Fixed identity�7.7.18�m���4�Basic service�7.6.4�m���5�IWU attributes�7.7.21�c2801���6�Repeat indicator "prioritised list"�7.6.3�c2802���7�Call attributes�7.7.5�c2801���8�Repeat indicator "prioritised list"�7.6.3�c2803���9�Connection attributes�7.7.11�c2807���10�Cipher info�7.7.10�o���11�Connection identity�7.7.12�o���12�Repeat indicator "non-prioritised list"�7.6.3�o.01���13�Facility�7.7.15�c05���14�Repeat indicator "non-prioritised list"�7.6.3�o.03���15�Progress Indicator�7.7.31�c08���16�Display�7.5.5�c07���17�Keypad�7.5.5�n/a���18�Signal�7.6.8�c015���19�Feature Activate�7.7.16�n/a���20�Feature Indicate�7.7.17�c06���21�Network parameter�7.7.29�n/a���22�Terminal capability�7.7.41�n/a���23�End-to-end compatibility�7.7.14�c2805���24�Rate parameters�7.7.33�c2806���25�Transit delay�7.7.42�c2808���26�Window size�7.7.43�c2808���27�Calling party number�7.7.9�c2804���38�Called party number�7.7.7�o���29�Called party subaddress�7.7.8�o���30�Sending complete�7.6.2�o���31�Repeat indicator "non-prioritised list"�7.6.3�o.02���32�IWU-to-IWU�7.7.23�o.02���33�IWU-PACKET�7.7.22�o���c2801: IF A.136/3 = '1111'B THEN m ELSE n/a�c2802: IF A.136/3 = '1111'B THEN m ELSE n/a�c2803: IF A.24/1 THEN m ELSE n/a�c2804: IF A.15/8 THEN m ELSE n/a�c2805: IF A.251/26 = '00001'B THEN m ELSE o�c2806: IF A.251/26 = ('00001'B OR '00111'B OR '01000'B OR '01001'B) THEN m ELSE o�c2807: IF A.18/11 THEN o ELSE n/a�c2708: IF A.24/3 THEN o.2801 ELSE n/a�o.2801: It is mandatory to support at least one of these options

Table D.4: ETS 300 476�1 [12], Table A.29: CC-INFO sending (P to F) supported

Prerequisite: A.25/2������Item�CC-INFO sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Location area�7.7.25�c04���3�NWK assigned identity�7.7.28�c04���4�Repeat indicator "non-prioritised list"�7.6.3�o.01���5�Facility�7.7.15�c02���6�Repeat indicator "non-prioritised list"�7.6.3�x���7�Progress Indicator�7.7.31�x���8�Display�7.5.5�x���9�Keypad�7.5.5�c2901���10�Signal�7.6.8�x���11�Feature activate�7.7.16�c03���12�Feature indicate�7.7.17�x���13�Network parameter�7.7.29�c04���14�Called party number�7.7.7�c2901���15�Called party subaddress�7.7.8�c2902���16�Sending complete�7.6.2�c2903���17�Test hook control�7.6.10�x���18�Repeat indicator "non-prioritised list"�7.6.3�o.02���19�IWU-to-IWU�7.7.23�o.02���20�IWU-packet�7.7.22�o���c2901: IF A.18/6 THEN o.2901 ELSE o�c2902: IF A.29/14 THEN o ELSE n/a�c2903: IF A.13/7 AND A.29/14 THEN m ELSE n/a�o.2901: It is mandatory to support exactly one of these options

Table D.5: ETS 300 476�1 [12], Table A.30: CC-INFO receiving (F to P) supported

Prerequisite: A.26/2������Item�CC-INFO receiving (F to P)�Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Location area�7.7.25�n/a���3�NWK assigned identity�7.7.28�n/a���4�Repeat indicator "non-prioritised list"�7.6.3�o.01���5�Facility�7.7.15�c05���6�Repeat indicator "non-prioritised list"�7.6.3�o.03���7�Progress Indicator�7.7.31�c08���8�Display�7.5.5�c07���9�Keypad�7.5.5�n/a���10�Signal�7.6.8�c015���11�Feature activate�7.7.16�n/a���12�Feature indicate�7.7.17�c06���13�Network parameter�7.7.29�n/a���14�Called party number�7.7.7�o���15�Called party subaddress�7.7.8�o���16�Sending complete�7.6.2�o���17�Test hook control�7.6.10�o���18�Repeat indicator "non-prioritised list"�7.6.3�o.02���19�IWU-to-IWU�7.7.23�o.02���20�IWU-packet�7.7.22�o���

Table D.6: ETS 300 476�1 [12], Table A.31: CC-SETUP-ACK receiving (F to P) supported

Prerequisite: A.26/3������Item�CC-SETUP-ACK receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Info type�7.7.20�c04���3�Portable identity�7.7.30�o���4�Fixed identity�7.7.18�o���5�Location area�7.7.25�o���6�Call attributes�7.7.5�c01���7�Connection identity�7.7.12�o���8�Repeat indicator "non-prioritised list"�7.6.3�o.01���9�Facility�7.7.15�c05���10�Repeat indicator "non-prioritised list"�7.6.3�o.03���11�Progress indicator�7.7.31�c08���12�Display�7.5.5�c07���13�Signal�7.6.8�c015���14�Feature indicate�7.7.17�c06���15�Transit delay�7.7.42�c09���16�Window size�7.7.43�c10���17�Delimiter request�7.6.2�c3101���18�Repeat indicator "non-prioritised list"�7.6.3�o.02���19�IWU-to-IWU�7.7.23�o.02���20�IWU-packet�7.7.22�o���c3101: IF A.13/8 THEN m ELSE n/a

Table D.7: ETS 300 476�1 [12], Table A.32: CC-CALL-PROC receiving (F to P) supported

Prerequisite: A.26/4������Item�CC-CALL-PROC receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Call attributes�7.7.11�c01���3�Connection identity�7.7.12�o���4�Repeat indicator "non-prioritised list"�7.6.3�o.01���5�Facility�7.7.15�c05���6�Repeat indicator "non-prioritised list"�7.6.3�o.03���7�Progress indicator�7.7.31�c08���8�Display�7.5.5�c07���9�Signal�7.6.8�c015���10�Feature indicate�7.7.17�c06���11�Transit delay�7.7.42�c09���12�Window size�7.7.43�c10���13�Repeat indicator "non-prioritised list"�7.6.3�o.02���14�IWU-to-IWU�7.7.23�o.02���15�IWU-PACKET�7.7.22�o���

Table D.8: ETS 300 476�1 [12], Table A.33: CC-ALERTING sending (P to F) supported

Prerequisite: A.25/5������Item�CC-ALERTING sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Call attributes�7.7.11�c01���3�Connection identity�7.7.12�o���4�Repeat indicator "non-prioritised list"�7.6.3�x���5�Facility�7.7.15�o���6�Repeat indicator "non-prioritised list"�7.6.3�x���7�Progress Indicator�7.7.31�x���8�Display�7.5.5�x���9�Signal�7.6.8�x���10�Feature indicate�7.7.17�x���11�Terminal capability�7.7.41�o���12�Transit delay�7.7.42�c11���13�Window size�7.7.43�c12���14�Repeat indicator "non-prioritised list"�7.6.3�x���15�IWU-to-IWU�7.7.23�o���16�IWU-PACKET�7.7.22�o���

Table D.9: ETS 300 476�1 [12], Table A.34: CC-ALERTING receiving (F to P) supported

Prerequisite: A.26/5������Item�CC-ALERTING receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Call attributes�7.7.11�c01���3�Connection identity�7.7.12�o���4�Repeat indicator "non-prioritised list"�7.6.3�o.01���5�Facility�7.7.15�c05���6�Repeat indicator "non-prioritised list"�7.6.3�o.03���7�Progress Indicator�7.7.31�c08���8�Display�7.5.5�c07���9�Signal�7.6.8�c015���10�Feature indicate�7.7.17�c06���11�Terminal capability�7.7.41�n/a���12�Transit delay�7.7.42�c09���13�Window size�7.7.43�c10���14�Repeat indicator "non-prioritised list"�7.6.3�o.02���15�IWU-to-IWU�7.7.23�o.02���16�IWU-PACKET�7.7.22�o���

Table D.10: ETS 300 476�1 [12], Table A.35: CC-CONNECT sending (P to F) supported

Prerequisite: A.25/6������Item�CC-CONNECT sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Call attributes�7.7.11�c01���3�Connection identity�7.7.12�o���4�Repeat indicator "non-prioritised list"�7.6.3�x���5�Facility�7.7.15�c02���6�Repeat indicator "non-prioritised list"�7.6.3�x���7�Progress indicator�7.7.31�x���8�Display�7.5.5�x���9�Signal�7.6.8�x���10�Feature indicate�7.7.17�x���11�Terminal capability�7.7.41�o���12�Transit delay�7.7.42�c11���13�Window size�7.7.43�c12���14�Repeat indicator "non-prioritised list"�7.6.3�x���15�IWU-to-IWU�7.7.23�o���16�IWU-PACKET�7.7.22�o���

Table D.11: ETS 300 476�1 [12], Table A.36: CC-CONNECT receiving (F to P) supported

Prerequisite: A.26/6������Item�CC-CONNECT receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Call attributes�7.7.11�c01���3�Connection identity�7.7.12�o���4�Repeat indicator "non-prioritised list"�7.6.3�o.01���5�Facility�7.7.15�c05���6�Repeat indicator "non-prioritised list"�7.6.3�o.03���7�Progress indicator�7.7.31�c08���8�Display�7.5.5�c07���9�Signal�7.6.8�c015���10�Feature indicate�7.7.17�c06���11�Terminal capability�7.7.41�n/a���12�Transit delay�7.7.42�c09���13�Window size�7.7.43�c10���14�Repeat indicator "non-prioritised list"�7.6.3�o.02���15�IWU-to-IWU�7.7.23�o.02���16�IWU-PACKET�7.7.22�o���

Table D.12: ETS 300 476�1 [12], Table A.37: CC-CONNECT-ACK receiving (F to P) supported

Prerequisite: A.26/7������Item�CC-CONNECT-ACK receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Display�7.5.5�c07���3�Feature indicate�7.7.17�c06���4�Repeat indicator "non-prioritised list"�7.6.3�o.02���5�IWU-to-IWU�7.7.23�o.02���6�IWU-PACKET�7.7.22�o���

Table D.13: ETS 300 476�1 [12], Table A.38: CC-RELEASE sending (P to F) supported

Prerequisite: A.25/8������Item�CC-RELEASE sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason �7.6.7�c13���3�Repeat indicator "non-prioritised list"�7.6.3�x���4�Facility�7.7.15�x���5�Repeat indicator "non-prioritised list"�7.6.3�x���6�Progress indicator�7.7.31�c08���7�Display�7.5.5�x���8�Feature indicate�7.7.17�x���9�Repeat indicator "non-prioritised list"�7.6.3�x���10�IWU-to-IWU�7.7.23�o���11�IWU-PACKET�7.7.22�o���

Table D.14: ETS 300 476�1 [12], Table A.39: CC-RELEASE receiving (F to P) supported

Prerequisite: A.26/8������Item�CC-RELEASE receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason �7.6.7�c13���3�Repeat indicator "non-prioritised list"�7.6.3�o.01���4�Facility�7.7.15�c05���5�Repeat indicator "non-prioritised list"�7.6.3�o.03���6�Progress indicator�7.7.31�c08���7�Display�7.5.5�c07���8�Feature indicate�7.7.17�c06���9�Repeat indicator "non-prioritised list"�7.6.3�o.02���10�IWU-to-IWU�7.7.23�o.02���11�IWU-PACKET�7.7.22�o���

Table D.15: ETS 300 476�1 [12], Table A.40: CC-RELEASE-COM sending (P to F) supported

Prerequisite: A.25/9������Item�CC-RELEASE-COM sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason �7.6.7�o���3�Identity type�7.7.19�x���4�Location area�7.7.25�x���5�IWU attributes�7.7.21�c4001���6�Repeat indicator "non-prioritised list"�7.6.3�x���7�Facility�7.7.15�x���8�Display�7.5.5�x���9�Feature indicate�7.7.17�x���10�Network parameter�7.7.29�x���11�Repeat indicator "non-prioritised list"�7.6.3�x���12�IWU-to-IWU�7.7.23�o���13�IWU-PACKET�7.7.22�o���c4001: IF A.24/2 THEN m ELSE n/a

Table D.16: ETS 300 476�1 [12], Table A.41: CC-RELEASE-COM receiving (F to P) supported

Prerequisite: A.26/9������Item�CC-RELEASE-COM receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason �7.6.7�o���3�Identity type�7.7.19�c14���4�Location area�7.7.25�c14���5�IWU attributes�7.7.21�c4101���6�Repeat indicator "non-prioritised list"�7.6.3�o.01���7�Facility�7.7.15�c05���8�Display�7.5.5�c07���9�Feature indicate�7.7.17�c06���10�Network parameter�7.7.29�c14���11�Repeat indicator "non-prioritised list"�7.6.3�o.02���12�IWU-to-IWU�7.7.23�o.02���13�IWU-PACKET�7.7.22�o���

D.3	Connection Related Supplementary Service (CRSS) and Connection Independent Supplementary Service (CISS) messages

The new format of the messages, provided below, allows the use of facility, progress indicator and Iwu-to-Iwu information elements.

Table D.17: ETS 300 476�1 [12], Table A.88: FACILITY-ciss sending (P to F) supported

Prerequisite: A.86/1������Item�FACILITY-ciss sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Repeat indicator "non-prioritised list"�7.6.3�x���3�Facility�7.7.15�o���4�Display�7.5.5�x���5�Keypad�7.5.5�o���6�Feature activate�7.7.16�o���7�Feature indicate�7.7.17�x���8�Repeat indicator "non-prioritised list"�7.6.3�x���9�IWU to IWU�7.7.23�o���

Table D.18: ETS 300 476�1 [12], Table A.89: FACILITY-ciss receiving (F to P) supported

Prerequisite: A.87/1������Item�FACILITY-ciss receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Repeat indicator "non-prioritised list"�7.6.3�o.01���3�Facility�7.7.15�o.01���4�Display�7.5.5�o���5�Keypad�7.5.5�n/a���6�Feature activate�7.7.16�n/a���7�Feature indicate�7.7.17�o���8�Repeat indicator "non-prioritised list"�7.6.3�o.02���9�IWU to IWU�7.7.23�o.02���

Table D.19: ETS 300 476�1 [12], Table A.95: HOLD-REJECT receiving (F to P) supported

Prerequisite: A.87/4������Item�HOLD-REJECT receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Display�7.5.5�o���3�Reject reason�7.7.34�o���4�Repeat indicator "non-prioritised list"�7.6.3�o.02���5�IWU to IWU�7.7.23�o.02���

Table D.20: ETS 300 476�1 [12], Table A.101: RETRIEVE-REJECT receiving (F to P) supported

Prerequisite: A.87/7������Item�RETRIEVE-REJECT receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Display�7.5.5�o���3�Reject reason�7.7.34�o���4�Repeat indicator "non-prioritised list"�7.6.3�o.02���5�IWU to IWU�7.7.23�o.02���

Table D.21: ETS 300 476�1 [12], Table A.102: CISS-REGISTER sending (P to F) supported

Prerequisite: A.86/8������Item�CISS-REGISTER sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Repeat indicator "non-prioritised list"�7.6.3�x���3�Facility�7.7.15�o���4�Display�7.5.5�x���5�Keypad�7.5.5�o���6�Feature activate�7.7.16�o���7�Feature indicate�7.7.17�x���

Table D.22: ETS 300 476�1 [12], Table A.103: CISS-REGISTER receiving (F to P) supported

Prerequisite: A.87/8������Item�CISS-REGISTER receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Repeat indicator "non-prioritised list"�7.6.3�o.01���3�Facility�7.7.15�o.01���3�Display�7.5.5�o���4�Keypad�7.5.5�n/a���5�Feature activate�7.7.16�n/a���6�Feature indicate�7.7.17�o���

Table D.23: ETS 300 476�1 [12], Table A.104: CISS-RELEASE-COM sending (P to F) supported

Prerequisite: A.86/9������Item�CISS-RELEASE-COM sending (P to F)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason�7.6.7�o���3�Repeat indicator "non-prioritised list"�7.6.3�x���4�Facility�7.7.15�o���5�Display�7.5.5�x���6�Keypad�7.5.5�o���7�Feature activate�7.7.16�o���8�Feature indicate�7.7.17�x���

Table D.24: ETS 300 476�1 [12], Table A.105: CISS-RELEASE-COM receiving (F to P) supported

Prerequisite: A.87/9������Item�CISS-RELEASE-COM receiving (F to P)

Information element name�Reference�Status�Support��1�Message header�7.2, 7.3, 7.4.1�m���2�Release reason�7.6.7�o���3�Repeat indicator "non-prioritised list"�7.6.3�o.01���4�Facility�7.7.15�o.01���5�Display�7.5.5�o���6�Keypad�7.5.5�n/a���7�Feature activate�7.7.16�n/a���8�Feature indicate�7.7.17�o���

�D.4	Information elements

In table A.209, the column "Value allowed" is updated for items 11, 14, 17, 20 to allow the use of LU7 identification and FU7 frame type.

Table D.25: ETS 300 476�1 [12], Table A.209: Call attributes supported

Prerequisite: A.27/7 OR A.33/2 OR A.35/2 OR A.28/7 OR A.31/6 OR A.32/2 OR A.34/2 OR A.36/2��������Item�Call attributes

Name of field�Ref.�Status�Sp.�Value allowed�Value sp.��1�ID of call attributes�7.7.1�m��'00010011'B���2�Length of Contents (L)�7.7.5�m� �c20903���3�Oct3_ext_bit�7.7.5�m��'1'B���4�Coding standard�7.7.5�m��'00'B���5�Network layer attributes�7.7.5�m��'00000'B, '00001'B���6�Oct4_ext_bit�7.7.5�m��'1'B���7�C-plane class�7.7.5�m��'000'B, '010'B, '100'B, '101'B���8�C-plane routing�7.7.5�m��'0000'B, '0001'B,

'0010'B,

'0100'B,

'1100'B���9�Oct5_ext_bit�7.7.5�m��c20901���10�U-plane symmetry�7.7.5�m��'00'B, '10'B���11�LU identification (P => F direction)�7.7.5�m��'00001'B .. '00111'B, '10000'B���12�Oct5a_ext_bit�7.7.5�c20902��'1'B���13�Oct5a_spare�7.7.5�c20902��'00'B���14�LU identification (F => P direction)�7.7.5�c20902��'00001'B .. '00111'B, '10000'B���15�Oct6_ext_bit�7.7.5�m��c20901���16�U-plane class (P => F direction)�7.7.5�m��'000'B .. '010'B,

'100'B .. '111'B���17�U-plane frame type (P => F direction)�7.7.5�m��'0001'B .. '0111'B���18�Oct6a_ext_bit�7.7.5�c20902��'1'B���19�U-plane class (F => P direction)�7.7.5�c20902��'000'B ..' 010'B,

'100'B .. '111'B���20�U-plane frame type (F => P direction)�7.7.5�c20902��'0001'B .. '0111'B���c20901: IF A.209/10 = '10'B THEN ('0'B, '1'B) ELSE ('0'B)�c20902: IF A.209/10 = '10'B THEN m ELSE x�c20903: IF A.209/10 = '10'B THEN (0, 4, 6) ELSE (0, 4)

�In table A.258, the column "Value allowed" is updated for item 5 to allow the use of a new protocol discriminator value.

Table D.26: ETS 300 476�1 [12], Table A.258: IWU-to-IWU supported

Prerequisite: A.27/33 OR A.29/16 OR A.33/12 OR A.35/12 OR A.38/6 OR A.40/10 OR A.49/4 OR A.55/6 OR A.60/7 OR A.64/7 OR A.66/7 OR A.71/5 OR A.72/4 OR A.73/14 OR A.78/9 OR A.81/8 OR A.108/10 OR A.110/6 OR A.114/4 OR A.116/4 OR A.118/7 OR A.122/8 OR A.28/34 OR A.30/17 OR A.32/12 OR A.34/13 OR A.36/13 OR A.37/5 OR A.39/7 OR A.41/11 OR A.50/5 OR A.53/14 OR A.70/5 OR A.74/6 OR A.76/6 OR A.79/8 OR A.82/7 OR A.83/5 OR A.109/10 OR A.111/6 OR A.115/4 OR A.117/4 OR A.119/7 OR A.123/8��������Item�IWU-to-IWU

Name of field�Ref.�Stat.�Sp.�Value allowed�Value sp.��1�ID of IWU-to-IWU�7.7.1�m��'01110111'B���2�Length of Contents (L)�7.7.23�m��0,

A.258/6.len_o + 1���3�Oct3_ext_bit�7.7.23�m��'1'B���4�Send/reject�7.7.23�m��'0'B, '1'B���5�Protocol Discriminator�7.7.23�m��'000000'B,

'000001'B,

'000010'B,

'000100'B,

'000111'B,

'001000'B,

'001001'B,

'001010'B,

'010000'B,

'010001'B,

'111111'B���6�IWU to IWU information (group of octets)�7.7.23�m��len_o: 1 .. 254

val: '00000000'B .. '11111111'B���

�In table A.285, the column "Value allowed" is updated for item 6 to allow the use of a new code point for "international network" ("10100"B).

Table D.27: ETS 300 476�1 [12], Table A.285: Progress indicator supported

Prerequisite: A.28/17 OR A.30/5 OR A.31/9 OR A.32/5 OR A.34/5 OR A.36/5��������Item�Progress indicator

Name of field�Ref.�Stat.�Sp.�Value allowed�Value sp.��1�ID of progress indicator�7.7.1�m��'00011110'B���2�Length of contents (L)�7.7.31�m��0, 2���3�Oct3_ext_bit�7.7.31�m��'1'B���4�Coding standard�7.7.31�m��'00'B .. '11'B���5�Oct3_subfield�7.7.31�m��'0'B���6�Location�7.7.31�m��'0000'B, .. '0010'B, '0100'B, '0101'B, '0111'B, '1010'B, '1111'B���7�Oct4_ext_bit�7.7.31�m��'1'B���8�Progress description�7.7.31�m��'0000001'B, '0000010'B, '0000011'B, '0000100'B, '0001000'B, '0001001'B���

�D.5	Timers and constants support

In table A.314, the column "Value allowed" is updated for item 2 to increase the value of the CC_02 timer from 30 to 36 s.

Table D.28: ETS 300 476�1 [12], Table A.314: Timers and constants supported

��������Item�Timers and constants�Reference�Status�Support�Value allowed�Value supported��1�CC.01�A.1�n/a��-���2�CC.02�A.1�c31401��36 sec���3�CC.03�A.1�c31402��20 sec���4�CC.04�A.1�c31403��100 sec���5�CC.05�A.1�c31404��10 sec���6�COMS.00�A.3�c31405��5 sec���7�COMS.01�A.3�c31406��2 sec���8�COMS.02�A.3�c31407��10 sec���9�COMS.03�A.3�c31408��10 sec���10�CLMS.00�A.4�c31409��5 sec���11�MM_access.1�A.5�c31410��60 sec���12�MM_access.2�A.5�c31411��20 sec���13�MM_auth.1�A.5�c31412��10 sec���14�MM_auth.2�A.5�n/a��-���15�MM_cipher.1�A.5�n/a��-���16�MM_cipher.2�A.5�c31413��10 sec���17�MM_ident.1�A.5�n/a��-���18�MM_ident.2�A.5�n/a��-���19�MM_key.1�A.5�n/a��-���20�MM_locate.1�A.5�c31414��20 sec���21�MM_wait�A.5�c31415��5 min���22�LCE.01�A.6�c31416��5 sec���23�LCE.02�A.6�c31417��10 sec���24�LCE.03�A.6�n/a��-���25�LCE.04�A.6�c31418��5 sec���26�N300�A.7�n/a��-���c31401: IF A.18/31 THEN m ELSE n/a�c31402: IF A.18/32 THEN m ELSE n/a�c31403: IF A.18/33 THEN o ELSE n/a�c31404: IF A.18/34 THEN m ELSE n/a�c31405: IF A.21/10 THEN m ELSE n/a�c31406: IF A.21/11 THEN m ELSE n/a�c31407: IF A.21/12 THEN m ELSE n/a�c31408: IF A.21/13 THEN m ELSE n/a�c31409: IF A.22/3 THEN m ELSE n/a�c31410: IF A.19/22 THEN m ELSE n/a�c31411: IF A.19/23 THEN m ELSE n/a�c31412: IF A.19/24 THEN m ELSE n/a�c31413: IF A.19/25 THEN m ELSE n/a�c31414: IF A.19/26 THEN m ELSE n/a�c31415: IF A.19/27 THEN m ELSE n/a�c31416: IF A.23/11 THEN m ELSE n/a�c31417: IF A.23/12 THEN m ELSE n/a�c31418: IF A.23/13 THEN m ELSE n/a
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