Annex A (normative):	System Conformance Statement (SCS) proforma for DECT PT IAP


Notwithstanding the provisions of the copyright clause related to the text of this ETS, ETSI grants that users of this ETS may freely reproduce the SCS proforma in this annex so that it can be used for its intended purposes and may further publish the completed SCS.


A.1	Identification


A.1.1	Description of the system


Table A.1: Description of the system


Product name:�
��
�
Hardware version number:�
��
�
Software version number:�
��
�
CPU Type:�
��
�
Bus-System:�
��
�
Operating System Name:�
��
�
Operating System version number:�
��
�
Additional:�
��������
�



A.1.2	Supplier of the system


Table A.2: Supplier of the system


Company:�
��
�
Street:�
��
�
Postal Code / City:�
��
�
Country:�
��
�



�
A.1.3	Client identification


If different from the supplier.


Table A.3: Client identification


Company:�
��
�
Street:�
��
�
Postal Code / City:�
��
�
Country:�
��
�



A.1.4	Contact person identification


Table A.4: Contact person identification


Name:�
��
�
Telephone:�
��
�
Fax:�
��
�
Telex:�
��
�
E-Mail:�
��
�



A.1.5	Signature of the client or of the supplier


Table A.5: Signature of the client or of the supplier


Name:�
��
�
Position:�
��
�
Signature:�
��
�
Date:�
��
�



�
A.2	Protocol identification


This table identifies the protocols that have to be supported. The PCTR Reference column may be used to refer to any PCTR that have been obtained for these protocols in this system.


Table A.6: Protocol identification


Item�
Protocol Name�
Specification �Reference�
PICS �Reference�
PCTR �Reference�
�
Pr1�
DECT NWK layer�
ETS 300 175�5 [5]�
ETS 300 476�1 [12]�
�
�
Pr2�
DECT DLC layer�
ETS 300 175�4 [4]�
ETS 300 476�2 [13]�
�
�
Pr3�
DECT MAC layer�
ETS 300 175�3 [3]�
ETS 300 476�3 [14]�
�
�
Pr4�
DECT PH layer�
ETS 300 175�2 [2]�
ETS 300 476�7 [15]�
�
�
Pr5�
ISDN MSN supplementary service�
ETS 300 052�1 [20]�
ETS 300 052�2 [21]�
�
�
Pr6�
ISDN CW supplementary service�
ETS 300 058�1 [22]�
ETS 300 058�2 [23]�
�
�
Pr7�
ISDN SUB supplementary service�
ETS 300 061�1 [24]�
ETS 300 061�2 [25]�
�
�
Pr8�
ISDN DDI supplementary service�
ETS 300 064�1 [26]�
ETS 300 064�2 [27]�
�
�
Pr9�
ISDN CLIP supplementary service�
ETS 300 092�1 [28]�
ETS 300 092�2 [29]�
�
�
Pr10�
ISDN CLIR supplementary service�
ETS 300 093�1 [30]�
ETS 300 093�2 [31]�
�
�
Pr11�
ISDN COLP supplementary service�
ETS 300 097�1 [32]�
ETS 300 097�2 [33]�
�
�
Pr12�
ISDN COLR supplementary service�
ETS 300 098�1 [34]�
ETS 300 098�2 [35]�
�
�
Pr13�
ISDN MCID supplementary service�
ETS 300 130�1 [36]�
ETS 300 130�2 [37]�
�
�
Pr14�
ISDN CUG supplementary service�
ETS 300 138�1 [38]�
ETS 300 138�2 [39]�
�
�
Pr15�
ISDN CH supplementary service�
ETS 300 141�1 [40]�
ETS 300 141�2 [41]�
�
�
Pr16�
ISDN AOC supplementary service�
ETS 300 182�1 [42]�
ETS 300 182�2 [43]�
�
�
Pr17�
ISDN CONF supplementary service�
ETS 300 185�1 [44]�
ETS 300 185�2 [45]�
�
�
Pr18�
ISDN 3PTY supplementary service�
ETS 300 188�1 [46]�
ETS 300 188�2 [47]�
�
�
Pr19�
ISDN Diversion supplementary service�
ETS 300 207�1 [48]�
ETS 300 207�2 [49]�
�
�
Pr20�
ISDN FPH supplementary service�
ETS 300 210�1 [50]�
ETS 300 210�2 [51]�
�
�
Pr21�
ISDN UUS supplementary service�
ETS 300 286�1 [52]�
ETS 300 286�2 [53]�
�
�
Pr22�
ISDN CCBS supplementary service�
ETS 300 359�1 [54]�
ETS 300 359�2 [55]�
�
�
Pr23�
ISDN ECT supplementary service�
ETS 300 369�1 [56]�
ETS 300 369�2 [57]�
�
�



A.3	Profile identification


This table identifies the profiles that have to be supported. The SCTR Reference column may be used to refer to any SCTR that have been obtained for these profiles in this system.


Table A.7: Profile identification


Item�
Profile identifier�
Specification �Reference�
Profile specific ICS �Reference�
SCTR �Reference�
�
Po1�
Generic Access Profile (GAP)�
ETS 300 444 [58]�
ETS 300 474 [59]�
�
�
Po2�
ISDN Access Profile (IAP)�
ETS 300 434 [10]�
ETS 300 705 [60]�
�
�



A.4	Combination description table


This clause identifies which combinations of protocols are allowed in the case of supporting these profiles, and which combinations not covered by the profile are also supported.


Table A.8: Combination table


Item�
Profile�
Protocol�
�
c1�
Po1�
Pr1, Pr2, Pr3, Pr4�
�
c2�
Po2�
Po1, Pr5, Pr6, Pr7, Pr8, Pr9, Pr10, Pr11, Pr12, Pr13, Pr14, Pr15, Pr16, Pr17, Pr18, Pr19, Pr20, Pr21, Pr22, Pr23�
�



A.5	Configurability table


This clause identifies what kind of configuration or reconfiguration is needed in order to use each of the identified combinations.


Table A.9: Configurability table


Combination�
Available always?�
Available by dynamic reconfiguration?�
Available by static reconfiguration?�
�
c1�
�
�
�
�
c2�
�
�
�
�



A.6	Additional information


Any additional information which is relevant for the product may be given here (e.g. information that is needed for further certification: quality system used, available certificates, etc.).





























�
�
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