Annex C (normative):	Profile specific ICS proforma for DECT PT IAP


Notwithstanding the provisions of the copyright clause related to the text of this ETS, ETSI grants that users of this ETS may freely reproduce the Profile specific ICS proforma in this clause so that it can be used for its intended purposes and may further publish the completed Profile specific ICS.


C.1	Guidance for completing the profile specific proforma


C.1.1	Purposes and structure


The purpose of this Profile specific ICS proforma is to provide a mechanism whereby a supplier of an implementation of the PT specific requirements of ETS 300 434�1 [10] and ETS 300 434�2 [11] may provide information about the implementation in a standardized manner.


The Profile-specific ICS proforma is subdivided into subclauses for the following categories of information:


-	instructions for completing the ICS proforma;





-	identification of the implementation;





-	identification of ETS 300 434�1 [10] and ETS 300 434�2 [11];





-	ICS proforma tables:





-	global statement of conformance;


-	functional groups and procedures;


-	timers and protocol parameters;


-	messages;


-	information elements;


-	negotiation capabilities;


-	protocol error handling;


-	multilayer dependencies.





The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646�7 [18].


Item column


The item column contains a number which identifies the item in the table.


Item description column


The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means "is <item description> supported by the implementation?".


Status column


The following notations, defined in ISO/IEC 9646�7 [18], are used for the status column:


m or M	mandatory - the capability is required to be supported;


o or O	optional - the capability may be supported or not;


n/a or N/A	not applicable - in the given context, it is impossible to use the capability;


x or X	prohibited (excluded) - there is a requirement not to use this capability in the given context;


o.i or O.i	qualified optional - for mutually exclusive or selectable options from a set. "i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table;


ci or Ci	conditional - the requirement on the capability ("m", "o", "x" or "n/a") depends on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table;


i or I	out-of-scope - this capability is outside the scope of the given specification, and hence irrelevant and not subject to conformance testing. This status is in particular applicable for data fields which are reserved for future use. The structure of such fields has to be supported, but the value is undefined and thus to be ignored.


Reference column


The reference column gives reference to ETS 300 434�1 [10] or ETS 300 434�2 [11], except where explicitly stated otherwise.


Support column


The support column shall be filled in by the supplier of the implementation. The following common notations, defined in ISO/IEC 9646�7 [18], are used for the support column:


Y or y	supported by the implementation;


N or n	not supported by the implementation;


N/A, n/a or �	no answer required (allowed only if the status is n/a, directly or after evaluation of a conditional status).


In each context, the kind of "non-support" which is implemented at the receipt may be additionally indicated such as:


-	Err	the item is treated as a protocol error;





-	lg	the item is received and ignored (i.e. processed syntactically, but not semantically);





-	rj		the item is received and rejected.





NOTE:	As stated in ISO/IEC 9646�7 [18], support for a PDU requires the ability to parse all valid parameters of that PDU. Supporting a PDU while having no ability to parse a valid parameter is non-conformant. Support for a parameter on a PDU means that the semantics of that parameter are supported.


Values allowed column


The values allowed column contains the values or the ranges of values allowed.


Values supported column


The values supported column shall be filled in by the supplier of the implementation. In this column, the values or the ranges of values supported by the implementation shall be indicated.


Prerequisite line


A prerequisite line takes the form: Prerequisite: <predicate>.


A prerequisite line before a clause or table title indicates that the whole clause or the whole table is not required to be completed if the predicate is FALSE.


C.1.2	Instructions for completing the Profile specific ICS


The supplier of the implementation shall complete the Profile specific ICS proforma in each of the spaces provided using the notation described in subclause C.1.1. Specific instruction is provided in the text which precedes each table.


C.2	Identification of the implementation


C.2.1	Date of statement


The supplier of the implementation shall enter the date of this statement, in the table below.


Table C.1: Date of statement


Date of statement�
�
�
�
Day�
Month�
Year�
�
�
�
�
�



C.2.2	Identification of the implementation


The supplier of the implementation shall enter information necessary to uniquely identify the implementation and the system(s) in which it may reside, in the table below.


Table C.2: Identification of implementation


Identification of implementation�
�
�
Name of Implementation�
�
�
Name of System�
International Portable Equipment Identity (IPEI):�
�



C.2.3	Contact person identification


The supplier of the implementation shall provide information on whom to contact if there are any queries concerning the content of the ICS, in the table below.


Table C.3: Contact person identification


Contact person�
�
�
Name�
�
�
Address�
�
�
Phone No.�
�
�
Fax No.�
�
�



C.2.4	Relationship with the System Conformance Statement (SCS)


The supplier of the implementation shall provide information which describes the relationship between the PICS and the system conformance statement for the system, in the box below.


Table C.4: Relationship with SCS


























�
�



C.3	Identification of the profile


Table C.5: Identification of profile


Identification of profile�
�
�
Title of specification�
Radio Equipment and System (RES); �Digital Enhanced Cordless Telecommunications (DECT) and Integrated Services Digital Network (ISDN) interworking for end system configuration �Part 1: Interworking specification�and�Radio Equipment and System (RES); �Digital Enhanced Cordless Telecommunications (DECT) �DECT/ISDN Interworking for End System Configuration �Part 2: Access profile�
�
Reference no.�
ETS 300 434�1 [10] and ETS 300 434�2 [11]�
�
Date of Publication�
1995�
�



C.3.1	Defect report numbers and amendments implemented


The supplier of the implementation shall enter the reference number of implementation defect reports or corresponding amendment documents which modify the specification, in the table below.


Table C.6: Defect report and amendments number


Modification of specification�
�
�
Defect report No.�
Amendment No.�
�
�
�
�



C.3.2	Addenda implemented


The supplier of the implementation shall enter the titles and the reference number of implemented addenda, in the table below.


Table C.7: Addenda implemented


Addenda implemented�
�
�
Title�
Reference No.�
�
�
�
�
�
�
�
�
�
�



C.4	Profile ICS proforma tables


C.4.1	Global statement of conformance


The supplier of the implementation shall state whether of not all mandatory capabilities are implemented.


Table C.8: Global statement of conformance


Are all mandatory capabilities implemented?�
�
�



NOTE:	Answering "No" to this question indicates non-conformance to the protocol specification. Non-supported mandatory capabilities are to be identified in the ICS, with an explanation of why the implementation is non-conforming.


�
C.4.2	Profile ICS features tables


The supplier of the implementation shall state the support of the implementation for all of the following requirements, in the table below.


Table C.9: Features support


Item�
Features support�
Reference�
Status�
Support�
�
1�
Duplex speech - 32 kbit/s ADPC�
ETS 300 434�2 [11], subclause 5.1�
o.901�
�
�
2�
Voice band data capability�
ETS 300 434�2 [11], subclause 5.1�
o.901�
�
�
3�
64 kbit/s unrestricted digital information�
ETS 300 434�2 [11], subclause 5.1�
o.901�
�
�
o.901: It is mandatory to support at least one of these features


C.4.3	Profile ICS Interworking Unit (IWU) tables


C.4.3.1	IWU procedures


The supplier of the implementation shall state the support of the implementation for all of the following requirements, in the tables below.


Table C.10: IWU procedures support


Item�
IWU procedures support�
Reference�
Status�
Support�
�
1�
Functional protocol IWU procedures for CISS�
ETS 300 434�1 [10], subclause 5.2.2.4�
c1001�
�
�
2�
Specific procedures for supplementary services�
ETS 300 434�1 [10], subclause 5.2.2.5�
m�
�
�
3�
Error handling for supplementary services�
ETS 300 434�1 [10], subclause 5.2.2.6�
m�
�
�
c1001:	IF ETS 300 434�2 [11] Table A.15/4 OR ETS 300 434�2 [11] Table A.15/5 �	OR ETS 300 434�2 [11] Table A.15/6 THEN m ELSE n/a


Table C.11: Functional protocol procedures for CISS


Prerequisite: C.10/1�
�
Item�
Functional protocol procedures for CISS�
Reference�
Status�
Support�
�
1�
Connectionless�
ETS 300 434�1 [10], subclause 5.2.2.4.2�
m�
�
�



Table C.12: Specific procedures for supplementary services


Prerequisite: C.10/2�
�
Item�
Specific procedures for supplementary services�
Reference�
Status�
Support�
�
1�
Calling Line Identification Presentation (CLIP)�
ETS 300 434�1 [10], subclause 5.2.2.5.1�
c1201�
�
�
2�
Calling Line Ident. presentation Restriction (CLIR)�
ETS 300 434�1 [10], subclause 5.2.2.5.2�
c1202�
�
�
3�
Connected Line identification Presentation (COLP)�
ETS 300 434�1 [10], subclause 5.2.2.5.3�
c1203�
�
�
4�
Connected Line ident. presentation Restriction (COLR)�
ETS 300 434�1 [10], subclause 5.2.2.5.4�
c1204�
�
�
5�
Multiple Subscriber Number (MSN)�
ETS 300 434�1 [10], subclause 5.2.2.5.5�
c1205�
�
�
6�
Direct Dialling In (DDI)�
ETS 300 434�1 [10], subclause 5.2.2.5.6�
c1206�
�
�
7�
Subaddressing (SUB)�
ETS 300 434�1 [10], subclause 5.2.2.5.7�
c1207�
�
�
8�
Terminal Portability (TP)�
ETS 300 434�1 [10], subclause 5.2.2.5.8�
i�
�
�
9�
Call Waiting (CW)�
ETS 300 434�1 [10], subclause 5.2.2.5.9�
c1208�
�
�
10�
Call Hold (CH)�
ETS 300 434�1 [10], subclause 5.2.2.5.10�
c1209�
�
�
11�
Closed User Group (CUG)�
ETS 300 434�1 [10], subclause 5.2.2.5.11�
c1210�
�
�
12�
Advice Of Charge (AOC-S,D,E)�
ETS 300 434�1 [10], subclause 5.2.2.5.12�
c1211�
�
�
13�
Malicious Call Identification Detection (MCID)�
ETS 300 434�1 [10], subclause 5.2.2.5.13�
c1212�
�
�
14�
Conference call, add-on (CONF)�
ETS 300 434�1 [10], subclause 5.2.2.5.14�
c1213�
�
�
15�
Three-Party (3PTY)�
ETS 300 434�1 [10], subclause 5.2.2.5.15�
c1214�
�
�
16�
Call Deflection (CD)�
ETS 300 434�1 [10], subclause 5.2.2.5.16�
c1215�
�
�
17�
User to User Service 1 (UUS1)�
ETS 300 434�1 [10], subclause 5.2.2.5.17�
c1216�
�
�
18�
User to User Service 2 (UUS2)�
ETS 300 434�1 [10], subclause 5.2.2.5.18�
c1217�
�
�
19�
User to User Service 3 (UUS3)�
ETS 300 434�1 [10], subclause 5.2.2.5.19�
c1218�
�
�
20�
Explicit Call Transfer (ECT)�
ETS 300 434�1 [10], subclause 5.2.2.5.20�
c1219�
�
�
21�
Call Completion on Busy Subscribers (CCBS)�
ETS 300 434�1 [10], subclause 5.2.2.5.21�
c1220�
�
�
22�
Freephone (FPH)�
ETS 300 434�1 [10], subclause 5.2.2.5.22�
c1221�
�
�
23�
Meet Me Conference (MMC)�
ETS 300 434�1 [10], subclause 5.2.2.5.23�
o�
�
�
24�
Call Forwarding:(CFU), (CFNR), (CFB)�
ETS 300 434�1 [10], subclause 5.2.2.5.24�
c1222�
�
�
c1201:	IF ETS 300 476�1 [12] Table A.15/8 THEN m ELSE o�c1202:	IF ETS 300 476�1 [12] Table A.15/9 THEN m ELSE o�c1203:	IF ETS 300 476�1 [12] Table A.15/14 THEN m ELSE o�c1204:	IF ETS 300 476�1 [12] Table A.15/15 THEN m ELSE o�c1205:	IF ETS 300 476�1 [12] Table A.15/30 THEN m ELSE o�c1206:	IF ETS 300 476�1 [12] Table A.15/21 THEN m ELSE o�c1207:	IF ETS 300 476�1 [12] Table A.15/39 THEN m ELSE o�c1208:	IF ETS 300 476�1 [12] Table A.15/7 THEN m ELSE o�c1209:	IF ETS 300 476�1 [12] Table A.15/12 THEN m ELSE o�c1210:	IF ETS 300 476�1 [12] Table A.15/10 THEN m ELSE o�c1211:	IF ETS 300 476�1 [12] Table A.15/1 THEN m ELSE o�c1212:	IF ETS 300 476�1 [12] Table A.15/29 THEN m ELSE o�c1213:	IF ETS 300 476�1 [12] Table A.15/13 THEN m ELSE o�c1214:	IF ETS 300 476�1 [12] Table A.15/41 THEN m ELSE o�c1215:	IF ETS 300 476�1 [12] Table A.15/3 THEN m ELSE o�c1216:	IF ETS 300 476�1 [12] Table A.15/42 THEN m ELSE o�c1217:	IF ETS 300 476�1 [12] Table A.15/42 THEN m ELSE o�c1218:	IF ETS 300 476�1 [12] Table A.15/42 THEN m ELSE o�c1219:	IF ETS 300 476�1 [12] Table A.15/22 THEN m ELSE o�c1220:	IF ETS 300 476�1 [12] Table A.15/11 THEN m ELSE o�c1221:	IF ETS 300 476�1 [12] Table A.15/24 THEN m ELSE o�c1222:	IF ETS 300 476�1 [12] Table A.15/4 OR ETS 300 476�1 [12] Table A.15/5�	OR ETS 300 476�1 [12] Table A.15/6 THEN m ELSE o


Table C.13: Error handling for supplementary services


Prerequisite: C.10/3�
�
Item�
Error handling for supplementary services�
Reference�
Status�
Support�
�
1�
Error handling procedures at the DECT CI�
ETS 300 434�1 [10], subclause 5.2.2.6.1�
m�
�
�



C.4.4	Profile ICS DECT NWK layer tables


The supplier of the implementation shall state the support of the implementation for all of the following requirements, in the table below.


Table C.14: Additional IWU CC procedures


Item�
Procedure name�
Reference�
Status�
Support�
�
1�
cc_incoming_call_accept�
ETS 300 434�2 [11], subclause 5.2�
m�
�
�
2�
cc_incoming_call_reject�
ETS 300 434�2 [11], subclause 5.2�
m�
�
�



C.4.5	Profile ICS DECT DLC layer tables


The supplier of the implementation shall state the support of the implementation for all of the following requirements, in the table below.


Table C.15: Additional DLC procedures


Item�
Procedure name�
Reference�
Status�
Support�
�
1�
DLC more bit procedure�
ETS 300 434�1 [10], subclause 5.2.3.1�
m�
�
�



C.4.6	Profile ICS DECT MAC layer tables


No specific requirements.
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