Annex A (normative):	Managed Object Conformance Statement (MOCS) proformas for I�ETS 300 810

Notwithstanding the provisions of the copyright clause related to the text of this I-ETS, ETSI grants that users of this I-ETS may freely reproduce the MOCS proforma in this annex so that it can be used for its intended purposes and may further publish the completed MOCS.

The Managed Object Conformance Statement (MOCS) proformas that follow should be used by an implementation to identify which features and properties of each managed object class are supported. These tables have been prepared without regard to the manager or agent role, so they can be used in either situation. An implementation that supports both roles could either use one set of tables if all support details are the same, or a different set of tables for each role.

Tables are numbered consistently for all classes. To preserve this numbering scheme, table numbers are allocated even if a particular class does not contain any of the corresponding properties.

The ‘implementation support’ columns are to be filled in by an implementor.

Key:

c	conditional function or feature or parameter.

c1	defines that support for at least one of the items in the group is required.

i	out of scope for this ensemble.

	This means for the corresponding element: implementations may use it outside the scope of this ensemble, conformance tests shall not be provided for it, implementations may conform to other ensembles where it is required, no requirements are placed on either transmitter or receiver to support it and receiver actions are unspecified when present.

m	mandatory function or feature or parameter.

n	the implementation does not support the feature.

nb1	if the class is used in the ensemble implementation, at least one of the name bindings designated nb1 shall be supported.

o	optional function or feature or parameter.

x	prohibited function or feature or parameter.

y	the implementation supports the feature.

-	(dash) for not applicable function or feature or parameter.

�A.0	Overview of all object classes

Table A.0 provides an overview of all the object classes in this ensemble.

Table A.0: Ensemble managed object conformance requirements

��Base status�Profile status�Implementation support���Item�Object class label�Manager role�Agent role�Manager role�Agent role�Manager role�Agent role�Additional information��1�"ITU-T Recommendation X.721 | ISO/IEC 10165-2 : 1992": system�NA�NA�m�m�����2�“I-ETS300653”: accessGroup�NA�NA�m�m�����3�“I-ETS300653”: layerNetworkDomain�NA�NA�m�m�����4�“I-ETS300653”: networkGTP�NA�NA�o�o�����5�“I-ETS300653”: networkTTPBidirectional�NA�NA�m�m�����6�“I-ETS300653”: networkTTPSink�NA�NA�m�m�����7�“I-ETS300653”: networkTTPSource�NA�NA�m�m�����8�“I-ETS300653”: subNetwork�NA�NA�m�m�����9�“I-ETS300653”: trail�NA�NA�m�m�����10�“I-ETS300810”: instantiableBasicSDHTrailHandler�NA�NA�m�m�����11�“I-ETS300653”: networkCTPBidirectional�NA�NA�m�m�����12�“I-ETS300653”: networkCTPSink�NA�NA�m�m�����13�“I-ETS300653”: networkCTPSource�NA�NA�m�m�����14�“I-ETS300653”: subNetworkConnection�NA�NA�m�m�����15�“I-ETS300653”: topologicalPoint�NA�NA�m�m�����16�“I-ETS300810”: instantiableBasicSDHConnectionPerformer�NA�NA�m�m�����

�A.1	ITU-T Recommendation X.721 system

Table A.1.1: System packages

Item�Package label�Condition�Base status�Profile status�Implementation 

support�Additional information��1�administrativeStatePackage�an instance supports it�c�i����2�supportedFeaturesPackage�an instance supports it�c�i����

Table A.1.2: System name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�-������������

Table A.1.3: System attributes

Item�Attribute Label�Profile Status�Implementation support�Additional Information��1�systemId�m����2�systemTitle�m����3�operationalState�m����4�usageState�m����

Table A.1.4: Actions

No actions are defined in system.��

A.2	I-ETS 300 653 access group

Table A.2.1: accessGroup packages

Item�Package label�Condition�Base status�Profile status�Implementation 

support�Additional information��1�linkPointerListPackage�topology is modelled using links�c�i����2�topologicalGroupPointerPackage�topology is modelled using topological points�c�i����

Table A.2.2: accessGroup name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�accessGroup-adminDomain�adminDomain�m��m�m�m�m�����

Table A.2.3: accessGroup attributes

Item�Attribute label�Profile status�Implementation 

support�Additional information��1�accessPointList�m����2�accessGroupId�m����3�signalid�m����

Table A.2.4: accessGroup actions

No actions are defined in access group.��

A.3	I-ETS 300 653 layer network domain

Table A.3.1: layerNetworkDomain packages

Item�Package label�Condition�Base status�Profile status�Implementation 

support�Additional information��1�signalidPackage�an instance supports it�c�m����2�adminDomainIdPackage�an instance supports it�c�m����3�systemTitlePackage�an instance supports it�c�i����4�"Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����

Table A.3.2: layerNetworkDomain name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�adminDomain-system�"ITU-T Recommendation X.721 | ISO/IEC 10165-2 : 1992":system�m��m�m�m�m�����

Table A.3.3: layerNetworkDomain attributes

Item�Attribute label�Profile status�Implementation support�Additional information��1�Non defined�����

Table A.3.4: layerNetworkDomain actions

No actions are defined in layer network domain.��

A.4	I-ETS 300 653 network GTP

Table A.4.1: networkGTP packages

Item�Package label�Condition�Base status�Profile status�Implementation 

support�Additional information��1�"Recommendation M.3100 : 1992":objectManagementNotificationsPackage�-�m�m����2�sncPointerPackage�-�m�m����3�"Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����

Table A.4.2: networkGTP name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkGTP-subNetwork�subNetwork�m��-�-�-�-���The provisioning of NWGTPs is outside of the scope of this ensemble��

Table A.4.3: networkGTP attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":gtpId�m����2�signalid�m����3�"Recommendation M.3100 : 1992":tpsInGtpList�m����

Table A.4.4: networkGTP actions

No actions are defined in network GTP.��

A.5	I-ETS 300 653 network TTP bidirectional

Table A.5.1: networkTTPBidirectional packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":supportableClientListPackage�an instance supports it�c�i����2�"Recommendation M.3100 : 1992":ttpInstancePackage�an instance supports it�c�m����3�clientCTPListPackage�an instance supports it�c�i����4�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����5�connectivityPointerPackage�an instance supports it�c�m����6�neAssignmentPackage�an instance supports it�c�i����7�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����8�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����9�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����10�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����11�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����12�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����13�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����14�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.5.1 (concluded): networkTTPBidirectional packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��15�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����16�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed objectclass is composed using this state, as defined in Annex A�c�m����17�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����18�supportedByPackage�an instance supports it�c�i����

Table A.5.2: networkTTPBidirectional name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkTTPSink-adminDomain�adminDomain�c1��m�m�m�m�����2�networkTTPSink-subNetwork�subNetwork�x��m�m�-�-�����3�networkTTPSource-adminDomain�adminDomain�c1��m�m�m�m�����4�networkTTPSource-subNetwork�subNetwork�x��m�m�-�-�����

Table A.5.3: networkTTPBidirectional attributes

Item�Attribute label�Profile status�Implementation support�Additional information��1�mode�m����2�signalid�m����

Table A.5.4: networkTTPBidirectional actions

No actions are defined in network TTP bidirectional.���A.6	I-ETS 300 653 network TTP sink

Table A.6.1: networkTTPSink packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":supportableClientListPackage�an instance supports it�c�i����2�"Recommendation M.3100 : 1992":ttpInstancePackage�an instance supports it�c�m����3�clientCTPListPackage�an instance supports it�c�i����4�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����5�connectivityPointerPackage�an instance supports it�c�m����6�neAssignmentPackage�an instance supports it�c�i����7�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����8�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����9�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����10�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����11�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����12�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����13�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����14�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.6.1 (concluded): networkTTPSink packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��15�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����16�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed objectclass is composed using this state, as defined in Annex A�c�m����17�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����18�supportedByPackage�an instance supports it�c�i����

Table A.6.2: networkTTPSink name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkTTPSink-adminDomain�adminDomain�m��m�m�m�m�����2�networkTTPSink-subNetwork�subNetwork�x��m�m�-�-�����

Table A.6.3: networkTTPSink attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�mode�m����2�signalid�m����

Table A.6.4: networkTTPSink actions

No actions are defined in network TTP sink.��

A.7	I-ETS 300 653 network TTP source

Table A.7.1: networkTTPSource packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":supportableClientListPackage�an instance supports it�c�i����2�"Recommendation M.3100 : 1992":ttpInstancePackage�an instance supports it�c�m����3�clientCTPListPackage�an instance supports it�c�i����4�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����5�connectivityPointerPackage�an instance supports it�c�m����6�neAssignmentPackage�an instance supports it�c�i����7�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����8�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����9�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����10�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����11�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����12�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����13�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����14�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.7.1 (concluded): networkTTPSource packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��15�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����16�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed objectclass is composed using this state, as defined in Annex A�c�m����17�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����18�supportedByPackage�an instance supports it�c�i����

Table A.7.2: networkTTPSource name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkTTPSource-adminDomain�adminDomain�m��m�m�m�m�����2�networkTTPSource-subNetwork�subNetwork�x��m�m�-�-�����

Table A.7.3: networkTTPSource attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�mode�m����2�signalid�m����

Table A.7.4: networkTTPSource actions

No actions are defined in network TTP source.��

A.8	I-ETS 300 653 sub-network

Table A.8.1: subNetwork packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage,�-�m�m����2�"Recommendation M.3100 : 1992": stateChangeNotificationPackage�an instance supports it�c�i����3�"Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����4�signalidPackage�an instance supports it�c�i����5�"Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����6�subNetworkIdPackage�an instance supports it�c�m����7�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����8�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����9�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����10�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����11�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����12�supportedByPackage�an instance supports it�c�i����13�containedNWCTPListPackage�an instance supports it�c�m����14�containedNWTTPListPackage�an instance supports it�c�m����15�containedLinkListPackage�an instance supports it�c�i������������(continued)���Table A.8.1 (concluded): subNetwork packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��16�containedSubNetworkListPackage�an instance supports it�c�i����17�linkPointerListPackage�a topological view using links, sub-networks, and access groups issupported�c�i����

Table A.8.2: subNetwork name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�subNetwork-adminDomain�adminDomain�m��m�m�m�m�����

Table A.8.3: subNetwork attributes

No attributes are defined in subNetwork.��

Table A.8.4: subNetwork actions

No attributes are defined in subNetwork.���A.9	I-ETS 300 653 trail

Table A.9.1: trail packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�layerConnectionListPackage�there is a requirement to view the sequence of subnetwork connections and link connections which make up the trail in the same layer�c�i����2�clientConnectionListPackage�there is a requirement to view the link connection(s) in a higher layer which are supported by this trail�c�i����3�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�the objectCreation and objectDeletion notifications defined in ITU-T Recommendation X.721 [6] are supported by an instance of this managed object class�c�i����4�"Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�the attributeValueChange notification defined in ITU-T Recommendation X.721 [6] is supported by an instance of this managed object class�c�i����5�"Recommendation M.3100 : 1992":stateChangeNotificationPackage

�the stateChange notification defined in ITU-T Recommendation X.721 [6] is supported by an instance of this managed object class�c�i����6�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����7�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����8�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����9�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.9.1 (concluded): trail packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��10�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����11�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����12�"Recommendation M.3100 : 1992":alarmSeverityAssignmentPointerPackage�the communicationsAlarmInformationPkg package is present AND the managed object supports configuration of alarm severities�c�i����13�supportedByPackage�an instance supports it�c�i����14�"Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�m����15�qualityOfConnectivityServicePackage�an instance supports it�c�i����16�zEndNWTPListPackage�an instance supports it�c�m����

Table A.9.2: trail name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�trail-adminDomain�adminDomain�m��-�-�-�-�����

Table A.9.3: trail attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":trailId�m����2�signalid�m����3�mode�m����4�aEndNWTPList�m����5�"Recommendation M.3100 : 1992": directionality�m����

Table A.9.4: trail actions

No actions are defined in trail.���A.10	I-ETS 300 810 instantiable basic SDH trail handler

Table A.10.1: InstantiableBasicSDHTrailHandler packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�basicSDHTrailHandlerPackage�-�m�m����

Table A.10.2: instantiableBasicSDHTrailHandler name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�instantiableBasicSDHTrailHandler-layerNetworkDomain�layerNetworkDomain�m��m�m�m�m�����

Table A.10.3: instantiableBasicSDHTrailHandler attributes

Item�Attribute label�Object identifier�Profile status�Implementation�support�Additional information��1�basicSDHTrailHandlerId��m����

Table A.10.4: instantiableBasicSDHTrailHandler actions

No actions are defined directly (they are defined in the package definition).��

�A.11	I-ETS 300 653 network CTP bidirectional

Table A.11.1: networkCTPBidirectional packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":channelNumberPackage�an instance supports it�c�i����2�"Recommendation M.3100 : 1992":ctpInstancePackage�an instance supports it�c�m����3�networkCTPPackage�an instance supports it�c�x����4�serverTTPPackage�an instance supports it�c�i����5�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����6�connectivityPointerPackage�an instance supports it�c�m����7�neAssignmentPackage�an instance supports it�c�i����8�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����9�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����10�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����11�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����12�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����13�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����14�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����15�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.11.1 (concluded): networkCTPBidirectional packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information���16�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����17�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed objectclass is composed using this state, as defined in Annex A�c�m����18�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����19�supportedByPackage�an instance supports it�c�i����

Table A.11.2: networkCTPBidirectional name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkCTPSink-adminDomain�adminDomain�x��m�m�-�-�����2�networkCTTPSink-subNetwork�subNetwork�c1��m�m�m�m�����3�networkCTPSink-networkTTPSink�networkTTPSink�x��m�m�-�-�����4�networkCTPSource-adminDomain�adminDomain�x��m�m�-�-�����5�networkCTPSource-subNetwork�subNetwork�c1��m�m�m�m�����6�networkCTPSource-networkTTPSource�networkTTPSource�x��m�m�-�-�����

Table A.11.3: networkCTPBidirectional attributes

Item�Attribute label�Profile status�Implementation support�Additional information��1�mode�m����2�signalid�m����

Table A.11.4: networkCTPBidirectional actions

No actions are defined in network CTP bidirectional.��

A.12	I-ETS 300 653 network CTP sink

Table A.12.1: networkCTPSink packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":channelNumberPackage�an instance supports it�c�i����2�"Recommendation M.3100 : 1992":ctpInstancePackage�an instance supports it�c�m����3�networkCTPPackage�an instance supports it�c�x����4�serverTTPPackage�an instance supports it�c�i����5�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����6�connectivityPointerPackage�an instance supports it�c�m����7�neAssignmentPackage�an instance supports it�c�i����8�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����9�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����10�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����11�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����12�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����13�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����14�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����15�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.12.1 (concluded): networkCTPSink packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��16�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����17�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����18�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����19�supportedByPackage�an instance supports it�c�i����

Table A.12.2: networkCTPSink name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkCTPSink-adminDomain�adminDomain�x��m�m�-�-�����2�networkCTTPSink-subNetwork�subNetwork�c1��m�m�m�m�����3�networkCTPSink-networkTTPSink�networkTTPSink�x����������

Table A.12.3: networkCTPSink attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�mode�m����2�signalid�m����

Table A.12.4: networkCTPSink actions

No actions are defined in network TTP sink.��

A.13	I-ETS 300 653 network CTP source

Table A.13.1: networkCTPSource packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":channelNumberPackage�an instance supports it�c�I����2�"Recommendation M.3100 : 1992":ctpInstancePackage�an instance supports it�c�m����3�networkCTPPackage�an instance supports it�c�x����4�serverTTPPackage�an instance supports it�c�i����5�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����6�connectivityPointerPackage�an instance supports it�c�m����7�neAssignmentPackage�an instance supports it�c�i����8�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����9�sncPointerPackage�a NWTP may be flexibly connected to another NWTP�c�c1 (on per instance basis)����10�networkTPPointerPackage�when there is no flexibility between NWTPs�c�c1 (on per instance basis)����11�Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�an instance supports it�c�i����12�Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�i����13�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����14�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����15�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i������������(continued)���Table A.13.1 (concluded): networkCTPSource packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��16�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����17�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed objectclass is composed using this state, as defined in Annex A�c�m����18�"Recommendation M.3100 : 1992":stateChangeNotificationPackage�an instance supports it�c�i����19�supportedByPackage�an instance supports it�c�i����

Table A.13.2: networkCTPSource name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�networkCTPSource-adminDomain�adminDomain�x��m�m�-�-�����2�networkCTPSource-subNetwork�subNetwork�c1��m�m�m�m�����3�networkCTPSource-networkTTPSource�networkTTPSource�x��m�m�-�-�����

Table A.13.3: networkCTPSource attributes

Item�Attribute label�Profile status�Implementation 

support�Additional information��1�mode�m����2�signalid�m����

Table A.13.4: networkCTPSource actions

No actions are defined in network CTP source.��

A.14	I-ETS 300 653 SNC

Table A.14.1: subNetworkConnection packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�compositePointerPackage�an instance supports it.�c�i����2�componentPointerPackage�PRESENT IF "an instance supports it�c�i����3�durationSchedulingPackage�The sub network connection is to be immediately set up�c�i����4�dailyBasisSchedulingPackage�The sub network connection is to be scheduled on a daily basis�c�i����5�weeklyBasisSchedulingPackage�The sub network connection is to be scheduled on a weekly basis�c�i����6�monthlyBasisSchedulingPackage

�The sub network connection is to be scheduled on a monthly basis�c�i����7�occasionalSchedulingPackage

�The sub network connection is to be occasionally scheduled�c�i����8�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�the objectCreation and objectDeletion notifications defined in ITU-T Recommendation X.721 [6] are supported by an instance of this managed object class�c�i����9�"Recommendation M.3100 : 1992":attributeValueChangeNotificationPackage�the attributeValueChange notification defined in ITU-T Recommendation X.721 [6] is supported by an instance of this managed object class�c�i����10�"Recommendation M.3100 : 1992":stateChangeNotificationPackage

�the stateChange notification defined in ITU-T Recommendation X.721 [6] is supported by an instance of this managed object class�c�i����11�administrativeStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����12�assignmentStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m������������(continued)���Table A.14.1 (concluded): subNetworkConnection packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��13�"Recommendation X.721 | ISO/IEC 10165-2 : 1992":availabilityStatusPackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����14�lifecycleStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�i����15�"Recommendation M.3100 : 1992":operationalStatePackage�The Status Condition described in the behaviour of this managed object class is composed using this state, as defined in Annex A�c�m����16�“Recommendation M.3100 : 1992”:tmnCommunicationsAlarmInformationPackage�the communicationsAlarm notification (as defined in ITU-T Recommendation X.721 [6]) is supported by this managed object�c�i����17�"Recommendation M.3100 : 1992":alarmSeverityAssignmentPointerPackage�the communicationsAlarmInformationPkg package is present AND the managed object supports configuration of alarm severities�c�i����18�supportedByPackage�an instance supports it�c�i����19�"Recommendation M.3100 : 1992":userLabelPackage�an instance supports it�c�m����20�qualityOfConnectivityServicePackage�an instance supports it�c�i����21�zEndNWTPListPackage�an instance supports it�c�m����

Table A.14.2: subNetworkConnection name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�subNetworkConnection-subNetwork�subNetwork�m��-�-�-�-������Table A.14.3: subNetworkConnection attributes

Item�Attribute Label�Profile Status�Implementation�support�Additional Information��1�subNetworkConnectionId�m����2�signalid�m����3�mode�m����4�aEndNWTPList�m����5�"Recommendation M.3100 : 1992": directionality�m����

Table A.14.4: subNetworkConnection actions

No actions are defined in sub-network connection.���A.15	I-ETS 300 653 topological point

Table A.15.1: topologicalPoint packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�"Recommendation M.3100 : 1992":createDeleteNotificationsPackage�-�m�m����2�topologicalGroupPointerPackage,

�-�m�m����3�"Recommendation M.3100 : 1992":userLabelPackage

�an instance supports it�c�i����

Table A.15.2: topologicalPoint name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�topologicalPoint-subNetwork�subNetwork�m��-�-�-�-�����

Table A.15.3: topologicalPoint attributes

Item�Attribute label�Profile status�Implementation�support�Additional information��1�signalid�m����2�nWCTPsInTopologicalPointList�m����3�totalNWCTPCount�m����4�connectedNWCTPCount�m����5�idleNWCTPCount�m����6�idleNWCTPCount�m����

Table A.15.4: topologicalPoint actions

No actions are defined in topological point.��

A.16	I-ETS 300 810 instantiable basic SDH connection performer

Table A.16.1: instantiableBasicSDHConnectionPerformer packages

Item�Package label�Condition�Base status�Profile status�Implementation�support�Additional information��1�basicSDHConnectionPerformerPackage�-�m�m����

Table A.16.2: instantiableBasicSDHConnectionPerformer name bindings

�����Base status�Profile status�Implementation�support���Item�Name binding label�Superior class�Profile status�Implementation support�Create�Delete�Create�Delete�Create�Delete�Additional information��1�instantiableBasicSDHConnectionPerformer-subNetwork�subNetwork�m��m�m�m�m�����

Table A.16.3: instantiableBasicSDHConnectionPerformer attributes

Item�Attribute Label�Object Identifier�Profile Status�Implementation�support�Additional Information��1�basicSDHConnectionPerformerId��m����

Table A.16.4: instantiableBasicSDHConnectionPerformer actions

No actions are defined directly (they are defined in the package definition).��
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