Annex N (informative):	Profile B Implementation description proforma�XE " Implementation description of Profile B "�


Notwithstanding the provisions of the copyright clause related to the text of this ETS, ETSI grants that users of this ETS may freely reproduce the proforma in this annex so that it can be used for its intended purposes and may further publish the completed implementation description.


N.1	Introduction


This annex contains the implementation description of Profile B. It lists all mandatory, conditional and optional items of the specification for Profile B relating to the exchange mechanism and the supported messages. It shall be used in the process of evaluating a particular implementation when claiming conformance to or support of the specification of Profile B. The implementation which claims conformance can either be an implementation of Profile B or an application


To evaluate conformance of a particular implementation, it is necessary to have a statement of which capabilities and options have been implemented. This annex contains such a statement.


N.2	How to read the following tables


Each line within the following tables is numbered at the left hand edge of the line. This numbering is included as a means of uniquely identifying all possible implementation details within Profile B.


The I/A column in this annex separates the capabilities for the implementation of Profile B and the application using this Profile.


I�
Implementation of Profile B;�
�
A�
Application using this profile.�
�
The I/A-column can be omitted from the Administration Plane, Control Plane and User Plane items as all those items are optional on the application level.


The D column in this annex reflects the definition of the items in this ETS. Each entry in this column is chosen from the following list:


M�
Mandatory support is required;�
�
O�
Optional support is permitted. If implemented, it shall conform to this ETS.�
�
The I column in this annex describes the actual capabilities of the implementation and shall be completed by the supplier using a symbol chosen from the following list:


Y�
item is implemented (subject to stated constraints);�
�
N�
item is not implemented;�
�
-�
item is not applicable.�
�
The reference/note column in this annex contains the references to the location in the main body of this ETS where the items are described or a note explaining why the item is conditional.


The following abbreviations are used in the headings of this annex:


I/A�
Implementation / Application;�
�
D�
Defined;�
�
I�
Implemented;�
�
ref.�
reference.�
�
N.3	Exchange mechanism


�
Item of Profile B�
I/A�
D�
I�
reference/note�
�
1�
CAPI_REGISTER �
I�
M�
[  ]�
6.3.2.1�
�
�
�
A�
M�
[  ]�
6.3.2.1�
�
2�
CAPI_RELEASE �
I�
M�
[  ]�
6.3.2.4�
�
�
�
A�
M�
[  ]�
6.3.2.4�
�
3�
CAPI_PUT_MESSAGE�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
M�
[  ]�
6.3.2�
�
4�
CAPI_GET_MESSAGE�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
M�
[  ]�
6.3.2�
�
5�
CAPI_SET_SIGNAL�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�
6�
CAPI_GET_MANUFACTURER�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�
7�
CAPI_GET_VERSION�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�
8�
CAPI_GET_SERIAL_NUMBER�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�
9�
CAPI_GET_PROFILE�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�
10�
CAPI_MANUFACTURER�
I�
M�
[  ]�
6.3.2�
�
�
�
A�
O�
[  ]�
6.3.2�
�



N.4	Administration Plane


�
Item of Profile B�
D�
I�
reference/note�
�
11�
LISTEN_REQ�
M�
[  ]�
6.7.37�
�
12�
LISTEN_CONF�
M�
[  ]�
6.7.38�
�
13�
FACILITY_REQ�
M�
[  ]�
6.7.29�
�
14�
FACILITY_CONF�
M�
[  ]�
6.7.30�
�
15�
FACILITY_IND�
M�
[  ]�
6.7.31�
�
16�
FACILITY_RESP�
M�
[  ]�
6.7.32�
�
17�
SELECT_B_PROTOCOL_REQ�
M�
[  ]�
6.7.47�
�
18�
SELECT_B_PROTOCOL_CONF�
M�
[  ]�
6.7.48�
�



N.5	Control Plane


�
Item of Profile B�
D�
I�
reference/note�
�
19�
CONNECT_REQ�
M�
[  ]�
6.7.3�
�
20�
CONNECT_CONF�
M�
[  ]�
6.7.4�
�
21�
CONNECT_IND�
M�
[  ]�
6.7.5�
�
22�
CONNECT_RESP�
M�
[  ]�
6.7.6�
�
23�
CONNECT_ACTIVE_IND�
M�
[  ]�
6.7.7�
�
24�
CONNECT_ACTIVE_RESP�
M�
[  ]�
6.7.8�
�
25�
DISCONNECT_REQ�
M�
[  ]�
6.7.25�
�
26�
DISCONNECT_CONF�
M�
[  ]�
6.7.26�
�
27�
DISCONNECT_IND�
M�
[  ]�
6.7.27�
�
28�
DISCONNECT_RESP�
M�
[  ]�
6.7.28�
�
29�
ALERT_REQ�
M�
[  ]�
6.7.1�
�
30�
ALERT_CONF�
M�
[  ]�
6.7.2�
�
31�
INFO_REQ�
M�
[  ]�
6.7.33�
�
32�
INFO_CONF�
M�
[  ]�
6.7.34�
�
33�
INFO_IND�
M�
[  ]�
6.7.35�
�
34�
INFO_RESP�
M�
[  ]�
6.7.36�
�



N.6	User Plane


�
Item of Profile B�
D�
I�
reference/note�
�
35�
CONNECT_B3_REQ�
M�
[  ]�
6.7.11�
�
36�
CONNECT_B3_CONF�
M�
[  ]�
6.7.12�
�
37�
CONNECT_B3_IND�
M�
[  ]�
6.7.13�
�
38�
CONNECT_B3_RESP�
M�
[  ]�
6.7.14�
�
39�
CONNECT_B3_ACTIVE_IND�
M�
[  ]�
6.7.9�
�
40�
CONNECT_B3_ACTIVE_RESP�
M�
[  ]�
6.7.10�
�
41�
CONNECT_B3_T90_ACTIVE_IND�
M�
[  ]�
6.7.15�
�
42�
CONNECT_B3_T90_ACTIVE_�RESP�
M�
[  ]�
6.7.16�
�
43�
DISCONNECT_B3_REQ�
M�
[  ]�
6.7.21�
�
44�
DISCONNECT_B3_CONF�
M�
[  ]�
6.7.22�
�
45�
DISCONNECT_B3_IND�
M�
[  ]�
6.7.23�
�
46�
DISCONNECT_B3_RESP�
M�
[  ]�
6.7.24�
�



�
�
Item of Profile B�
D�
I�
reference/note�
�
47�
DATA_B3_REQ�
M�
[  ]�
6.7.17�
�
48�
DATA_B3_CONF�
M�
[  ]�
6.7.18�
�
49�
DATA_B3_IND�
M�
[  ]�
6.7.19�
�
50�
DATA_B3_RESP�
M�
[  ]�
6.7.20�
�
51�
RESET_B3_REQ�
M�
[  ]�
6.7.43�
�
52�
RESET_B3_CONF�
M�
[  ]�
6.7.44�
�
53�
RESET_B3_IND�
M�
[  ]�
6.7.45�
�
54�
RESET_B3_RESP�
M�
[  ]�
6.7.46�
�
55�
MANUFACTURER _REQ�
M�
[  ]�
6.7.39�
�
56�
MANUFACTURER _CONF�
M�
[  ]�
6.7.40�
�
57�
MANUFACTURER _IND�
M�
[  ]�
6.7.41�
�
58�
MANUFACTURER _RESP�
M�
[  ]�
6.7.42�
�



N.7	User Plane protocols


N.7.1	User Plane B1 protocols


The B1 protocols specify the physical layer and framing used for the connection.


�
Item of Profile B�
D�
I�
reference/note�
�
59�
64 kBit/s with HDLC framing Default B1 protocol�
M�
[  ]�
6.8�
�
60�
64 kBit/s bit transparent operation with byte framing from the network�
O�
[  ]�
6.8�
�
61�
V.110 [17] asynchronous operation with start/stop byte framing�
O�
[  ]�
6.8�
�
62�
V.110 [17] synchronous operation with HDLC framing�
O�
[  ]�
6.8�
�
63�
T.30 [14] modem for fax group 3�
O�
[  ]�
6.8�
�
64�
64 kBit/s inverted with HDLC framing�
O�
[  ]�
6.8�
�
65�
56 kBit/s bit transparent operation with byte framing from the network�
O�
[  ]�
6.8�
�



N.7.2	User Plane B2 protocols


The B2 protocols specify the data link layer used for the connection.


�
Item of Profile B�
D�
I�
reference/note�
�
66�
ISO 7776 [4] (X.75 SLP) This is the default B2 protocol�
M�
[  ]�
6.8�
�
67�
Transparent�
O�
[  ]�
6.8�
�
68�
SDLC [12]�
O�
[  ]�
6.8�
�
69�
LAPD according Q.921 [13] for D channel X.25�
O�
[  ]�
6.8�
�
70�
T.30 [14] for fax group 3�
O�
[  ]�
6.8�
�
71�
Point to Point Protocol (PPP [10] [11])�
O�
[  ]�
6.8�
�
72�
Transparent (ignoring framing errors of B1 protocol)�
O�
[  ]�
6.8�
�
73�
V.120 asynchronous mode�
O�
[  ]�
6.8�
�



N.7.3	User Plane B3 protocols


The B3 protocols specify the network layer used for the connection.


�
Item of Profile B�
D�
I�
reference/note�
�
74�
Transparent. �This is the default B3 protocol�
M�
[  ]�
6.8�
�
75�
T.90NL with compatibility to T.70NL according to T.90   Appendix II [15] [16].�
O�
[  ]�
6.8�
�
76�
ISO 8208 [3] (X.25 DTE-DTE)�
O�
[  ]�
6.8�
�
77�
X.25 DCE.�
O�
[  ]�
6.8�
�
78�
T.30 [14] for fax group 3�
O�
[  ]�
6.8�
�












