Annex B (normative):	Declarations on parameters supported 


Notwithstanding the provisions of the copyright clause related to the text of this TBR, ETSI grants that users of this TBR may freely reproduce the proforma in this annex so that it can be used for its intended purposes and may further publish the completed proforma.


B.1	Introduction


The following tables contain extracts from the PICS document ETS 300 392�14 [5]. These tables supplement the TBR-RT giving the required information to set the parameters of the test suites referred to in this TBR. 


For the notation used in the tables in this clause, see clause A.1.


B.2	Declarations for Um air interface


The supplier of the implementation shall state the values for the implementation for each of the parameters presented in tables B.1 to B.3.


B.2.1	Layer 2 


B.2.1.1	MAC layer


Table B.1: MAC parameters


Prerequisite: A.3/5	--	Upper MAC�
�
Item�
Parameter�
Parameter type�
Explanation�
Value or reference�
�
1�
PIX_GSSI_1�
GSSI_Type�
Group identifier.�
�
�
2�
PIX_GSSI_2�
GSSI_Type�
Group identifier.�
�
�
3�
PIX_GSSI_3�
GSSI_Type�
Group identifier.�
�
�
4�
PIX_SSI�
SSI_Type�
ITSI value of the MS.�
�
�
5�
PIX_HOME_LA�
MM_LocationAreaType�
Home location area of the MS.�
�
�
6�
PIX_HOME_MCC�
MM_MCC_Type�
Home mobile country code of the MS.�
�
�
7�
PIX_HOME_MNC�
MM_MCC_Type�
Home mobile network code of the MS.�
�
�
8�
PIX_NEW_LOCATION_AREA_1�
MM_LocationAreaType�
Unique registration area in the home MCC and MNC.�
�
�
9�
PIX_NEW_LOCATION_AREA_2�
MM_LocationAreaType�
Unique registration area in the home MCC and MNC.�
�
�
10�
PIX_NEW_LOCATION_AREA_3�
MM_LocationAreaType�
Unique registration area in the home MCC and MNC.�
�
�



B.2.2	Layer 3


B.2.2.1	CMCE


Table B.2: CC parameters


Prerequisite: A.29/1	--	CC�
�
Item�
Parameter�
Parameter type�
Explanation�
Value or reference�
�
1�
PIX_T303�
INTEGER�
Duration of the T303 in the IUT in seconds.�
�
�
2�
PIX_T308�
INTEGER�
Duration of the T308 in the IUT in seconds.�
�
�
3�
PIX_T311�
INTEGER�
Duration of the T311 in the IUT in seconds.�
�
�
4�
PIX_MS_ITSI�
ITSI_type�
ITSI of the IUT.�
�
�



B.2.2.2	MM


Table B.3: MM parameters


Prerequisite: A.3/2	--	MM�
�
Item�
Parameter�
Parameter type�
Explanation�
Value or reference�
�
1�
PIX_COUNTRY_CODE�
MCC_Type�
Home country code of the IUT.�
�
�
2�
PIX_NETWORK_CODE�
MNC_Type�
Home network code of the IUT.�
�
�
3�
PIX_LOCATION_AREA�
LocationAreaType�
Home location area of the IUT.�
�
�
4�
PIX_NEW_LOCATION_AREA�
LocationAreaType�
A location area outside the IUT home location area.�
�
�
5�
PIX_MS_TEI�
TEI_Type�
TEI of the IUT, 60 bits.�
�
�
6�
PIX_MS_ITSI�
ITSI_type�
ITSI of the IUT.�
�
�



B.2.2.3	MLE


Table B.4: MLE parameters


Prerequisite: A.3/3	--	MLE�
�
Item�
Parameter�
Parameter type�
Explanation�
Value or reference�
�
1�
PIX_CHANNEL_1�
MainCarrierNoType�
A channel that the IUT initially tries to camp on to.�
�
�
2�
PIX_CHANNEL_2�
MainCarrierNoType�
Another channel that the IUT is capable of selecting.�
�
�
3�
PIX_COUNTRY_CODE�
MCC_Type�
Home country code of the IUT.�
�
�
4�
PIX_NETWORK_CODE�
MNC_Type�
Home network code of the IUT.�
�
�
5�
PIX_LOCATION_AREA�
LocationAreaType�
Home location area of the IUT.�
�
�
6�
PIX_NEW_LOCATION_AREA�
LocationAreaType�
A location area outside the IUT home location area.�
�
�
7�
PIX_MS_ITSI�
ITSI_type�
ITSI of the IUT.�
�
�
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