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Annex D (normative):
SMS profile-specific ICS proforma for FT

Notwithstanding the provisions of the copyright clause related to the text of the present document, ETSI grants that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

D.1
Introduction for completing the profile-specific ICS proforma

D.1.1
Purposes and structure

The purpose of this profile-specific ICS proforma is to provide a mechanism whereby a supplier of an implementation of the Short Message Service (SMS) fixed termination specific requirements of EN 300 757 may provide information about the implementation in a standardized manner.

The profile-specific ICS proforma is subdivided into clauses for the following categories of information:

-
instructions for completing the ICS proforma;

-
identification of the implementation;

-
identification of the Short Message Service (SMS) of EN 300 757;

-
ICS proforma tables:

-
global statement of conformance;

-
functional groups and procedures.
The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7.

Item column

Identical to clause B.1.1.

Item description column

Identical to clause B.1.1.

Status column

Identical to clause B.1.1.

Reference column
Identical to clause B.1.1.

Support column
Identical to clause B.1.1.

Values allowed column

Identical to clause B.1.1.

Values supported column

Identical to clause B.1.1.

Prerequisite line

Identical to clause B.1.1.

D.1.2
Instructions for completing the profile-specific ICS

Identical to clause B.1.2.

D.2
Identification of the implementation

D.2.1
Date of statement

Identification of the Implementation Under Test (IUT) and the system in which it resides (the System Under Test (SUT)) should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

Table D.1: Date of statement

	Date of statement

	Day
	Month
	Year

	
	
	


D.2.2
Implementation Under Test (IUT) identification

The supplier of the implementation shall enter information necessary to uniquely identify the IUT in table D.2.

Table D.2: IUT identification

	IUT identification

	IUT name
	

	IUT version
	


D.2.3
System Under Test (SUT) identification

The supplier of the implementation shall enter information necessary to uniquely identify the SUT in table D.3.

Table D.3: SUT identification

	SUT identification

	
	

	SUT name
	Radio Fixed Part Identity (RFPI):

	Hardware configuration
	


D.2.4
Product supplier

Table D.4: Product supplier

	Product supplier

	Name
	

	Address
	

	Phone No.
	

	Fax No.
	

	E-mail address
	

	Additional information
	


D.2.5
Client identification

The product supplier information and client information should both be filled in if they are different.

Table D.5: Client identification

	Client

	Name
	

	Address
	

	Phone No.
	

	Fax No.
	

	E-mail address
	

	Additional information
	


D.2.6
Contact person identification

A person who can answer queries regarding information supplied in the profile ICS should be named as the contact person.

Table D.6: Contact person identification

	Contact person

	Name
	

	Address
	

	Phone No.
	

	Fax No.
	

	E-mail address
	

	Additional information
	


D.3
Identification of the profile

The supplier of the implementation shall enter the date of the publication of the ETS DECT-GAP Specification to which conformance is claimed, in table D.7.

Table D.7: Identification of the profile

	Identification of profile

	Title of specification
	Short Message Service (SMS)

	Reference no.
	EN 300 757

	Date of Publication
	


D.3.1
Defect report numbers and amendments implemented

The supplier of the implementation shall enter the reference number of implementation defect reports or corresponding amendment documents which modify the specification to EN 300 757, in table D.8.

Table D.8: Defect report and amendments number

	Modification of specification

	Defect report no.
	Amendment no.

	
	


D.3.2
Addenda implemented

The supplier of the implementation shall enter the titles and the reference number of implemented addenda to EN 300 757, in table D.9.

Table D.9: Addenda implemented

	Addenda implemented

	Title
	Reference no.

	
	

	
	

	
	


D.4
Global statement of conformance

An explicit answer shall be entered, in each of the support or supported column boxes provided, using the notation described in clause D.1.2.

Table D.10: Global statement of conformance

	Global statement of conformance

	Are all mandatory capabilities implemented?
	


NOTE: 
Answering "No" to this question indicates non‑conformance to the <reference specification type> specification. Non‑supported mandatory capabilities are to be identified in the ICS, with an explanation of why the implementation is non‑conforming, on pages attached to the ICS proforma.

D.5
Capabilities

D.5.1
MMSP profile-specific ICS proforma for FT

D.5.1.1
M-MMS features

The supplier of the implementation shall state the support of the implementation for all of the following MMS features, in table D.11.

Table D.11: M-MMS features

	Item
	Name of feature
	Reference
	Status
	Support

	1
	Outgoing message transfer
	7.3.8
	m
	

	2
	Incoming message transfer
	7.3.8
	m
	


D.5.2
NWK layer profile-specific ICS proforma for FT

D.5.2.1
NWK features

The supplier of the implementation shall state the support of the implementation for all of the following NWK features, in table D.12.

Table D.12: NWK features

	Item
	Name of feature
	Reference
	Status
	Support

	1
	Outgoing messaging call
	7.3.9
	m
	

	2
	Incoming messaging call
	7.3.9
	m
	


D.5.2.2
NWK procedures

The supplier of the implementation shall state the support of the implementation for all of the following NWK procedures, in table D.13.

Table D.13: NWK procedures

	Prerequisite: D.12/1 OR D.12/2

	Item
	Name of procedure
	Reference
	Status
	Support

	1
	Outgoing messaging call request
	7.3.9
	n/a
	

	2
	Outgoing messaging call connect
	7.3.9
	m
	

	3
	Message transfer
	7.3.9
	m
	

	4
	Incoming messaging call request
	7.3.9
	n/a
	

	5
	Incoming messaging call connect
	7.3.9
	m
	


D.5.3
DLC layer profile-specific ICS proforma for FT

D.5.3.1
DLC features

The supplier of the implementation shall state the support of the implementation for all of the following DLC features, in table D.14.

Table D.14: DLC features

	Item
	Name of feature
	Reference
	Status
	Support

	1
	LAPC class B service and Lc
	7.3.10
	o
	


D.5.3.2
DLC procedures

The supplier of the implementation shall state the support of the implementation for all of the following DLC procedures, in table D.15.

Table D.15: DLC procedures

	Prerequisite: D.14/1

	Item
	Name of procedure
	Reference
	Status
	Support

	1
	Class B link establishment
	7.3.10
	c1501
	

	2
	Class B multi frame operation
	7.3.10
	c1501
	

	3
	Class B link release
	7.3.10
	c1501
	

	4
	Class B link suspension and resumption
	7.3.10
	c1501
	

	5
	Class B link re-establishment
	7.3.10
	c1501
	

	c1501: IF D.14/1 THEN m ELSE n/a.


D.5.4
Application profile-specific ICS proforma for FT

D.5.4.1
Application features

The supplier of the implementation shall state the support of the implementation for all of the following Application features, in table D.16.

Table D.16: Application features

	Item
	Name of feature
	Reference
	Status
	Support

	1
	Incoming message storage
	7.3.7
	n/a
	

	2
	Message interworking
	7.3.7
	m
	


D.5.4.2
Application procedures

The supplier of the implementation shall state the support of the implementation for all of the following Application procedures, in table D.17.

Table D.17: Application procedures

	Prerequisite: D.16/1 OR D.16/2

	Item
	Name of procedure
	Reference
	Status
	Support

	1
	Incoming message storage
	7.3.7
	n/a
	

	2
	Message encapsulation
	7.3.7
	m
	

	3
	General interworking requirements
	7.3.7
	m
	

	4
	Message/primitive interworking
	7.3.7
	m
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