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First  Modification
11.3.8
Overview of signalling

In this overview, the messages required to implement the specified concept are identified, and brief details are given of each message.

A diagrammatic representation of the voice group call message structure proposed and actions required are given in figures 2 to 7d.

Summary of figures in this subclause:

Figure 2:
voice group call establishment by a service subscriber roaming in the anchor MSC area; 

Figure 3:
voice group call establishment by a service subscriber roaming in the relay MSC area; 

Figure 4:
uplink access request in the anchor MSC area without talker priority (uplink free); 

Figure 4a:
uplink access request in the anchor MSC area with talker priority "privileged subscriber" (uplink free, subsequent talker on dedicated channel); 

Figure 4b:
uplink access request in the anchor MSC area with talker priority "emergency subscriber" (uplink busy, access via group call channel uplink, subsequent talker on dedicated channel);

Figure 4c:
uplink access in the anchor MSC area with "emergency mode reset request" (uplink busy, access via group call channel uplink);

Figure 4d:
uplink access request in the anchor MSC area with talker priority "privileged subscriber" (uplink busy, access via RACH, subsequent talker on group call channel uplink);

Figure 4e:
uplink access in the anchor MSC area with "emergency mode reset request" (uplink busy, access via RACH);

Figure 5:
uplink access request in the relay MSC area without talker priority (uplink free);

Figure 5a:
uplink access request in the relay MSC area with talker priority "privileged subscriber" (uplink busy, access via RACH, subsequent talker on group call channel uplink);

Figure 5b:
dispatcher indicates wish to speak, talker attached to the anchor MSC;

Figure 5c:
dispatcher indicates wish to speak, talker attached to the relay MSC;

Figure 5d:
mobile dispatcher roaming in a non-Anchor MSC area indicates wish to speak, talker attached to the anchor MSC;

Figure 6:
uplink release requested by the network;

Figure 6a:
uplink release requested by the network; pre-emption of the current talker by a privileged talker;

Figure 6b:
uplink release, talker on a dedicated link (normal case);

Figure 6c:
uplink release, talker on a dedicated link (loss of radio contact or equipment failure (TRX, PCM, …));
Figure 6d:
uplink release, talker on group call channel (normal case);
Figure 6e:
uplink release, talker on group call channel (loss of radio contact);
Figure 6f:
uplink release, talker on group call channel (equipment failure (TRX, PCM, …));
Figure 6g:
release after equipment failure (TRX, PCM, …) concerning a cell not serving the talker; 
Figure 6h:
A-interface link sharing: Uplink release for the talker on group call channel after equipment failure (TRX, PCM …)
Figure 6i:
A-interface link sharing: Release after equipment failure (TRX, PCM, …) concerning a cell not serving the talker;

Figure 6j:
A-interface link sharing: Release after equipment failure concerning the link between MSC and BSS;
Figure 7:
termination of the group call by the calling service subscriber;

Figure 7a:
voice group call establishment by a service subscriber using immediate setup; 

Figure 7b:
signalling for DTMF digit entry by an entitled mobile dispatcher controlled by the anchor MSC;

Figure 7c:
signalling for DTMF digit entry by an entitled mobile dispatcher controlled by a visited MSC;

Figure 7d:
signalling for DTMF digit entry by an entitled fixed line dispatcher. 
Figure 7e:
Validation of Priority Uplink Requests for a ciphered group call
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Figure 6: Signalling information required for the voice group call uplink release
requested by the network
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